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  چكيده

كارفرمايان،  .شودهاي مربوط به تونل، اغلب توسط افرادي كه در مراحل مختلف پروسه درگيرند تعيين ميعدم قطعيت در بسياري از زمينه
اي ها در حالت خاص، داراي ريسك عمدهرهاي ژئوتكنيكي در حالت كلي و تونلكنند كه كاگران و ديگران تصديق ميطراحان، پيمانكاران، بيمه

گيرند كه هاي زيرزميني در زير سطح ايستابي و در مصالحي قرار ميبا توجه به اينكه اكثر سازه. بوده كه نياز به ارزيابي و مديريت آن وجوددارد
هاي ژئوتكنيكي مصالح، آب زيرزميني علاوه بر ويژگي. تلف آنها را پايدار و كنترل كردهاي مخباشند لذا لازم است كه به روشسست و ناپايدار مي

هاي زيرزميني در دوركردن، هدايت نمودن و تخليه آب. دهدكند و آنها را در معرض خطر قرار مينيز نقش مؤثري در پايداري اين سازه ها ايفا مي
در اين تحقيق با استفاده از تزريق دوغاب سيمان . هاي احداثي در زير تراز آب زيرزميني استسازه فواصل دور از سازه يكي از راههاي پايدار نمودن

شد كاهش زني ميبه فضاهاي ريزشي و مسير جريان آب در تونل انحراف سد سيلوه، فشار ناشي از آبهاي زيرزميني كه مانع انجام عمليات تونل
  .شد كنترل گرديده استهول و راهيابي به سطح زمين ميبه ايجاد سينك يافته و ريزشهاي حجيم ناشي از آن كه منجر

  سينك هول، تزريق سيمان، تونل انحراف سد سيلوه، مديريت ريزش، آب زيرزميني: كلمات كليدي

  

Collapse management in diversion tunnel of Silveh Dam with 
controlling and changing water flows through injecting cement grout 

ABSTRACT 

The uncertainties in many of the areas related to tunnels are well apprehended by most of the entities 
involved in the different parts of the process. Owners, designers, contractors, insurers, all agree that 
geotechnical works in general and tunnels in particular have a high degree of risk that needs to be assessed 
and managed. Due to the fact that most subterranean structures under water level lie in materials which are 
shaky and insecure, it is essential that these structures be made stable and controlled through applying 
different methods. In addition to geotechnical specifications of materials, underground water has significant 
effect on menacing these structures by making them unstable, consequently endangering their safety. An 
efficient way to increase the stability of subterranean structures constructed under static level is to transfer 
the underground water to the areas far from the structures, where they cannot pose any threat. In this piece 
research, pressure of underground water on the structures - as a major obstacle in tunneling operations - has 
been decreased through injecting cement grout into collapsing areas and water flows diversion tunnel of 
Silveh dam. Accordingly, massive collapses resulting in formation and progress of sinkholes towards the 

ground level have been completely contained. 


