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 چكيده

انتقال  عناصر خطرناك از باطله معدن وكارخانه هاي فرآوري مواد معدني به منابع آب هاي سطحي وزير زميني يكي از معضلات مهم زيست  
پسماندهاي سد باطله كارخانه در زمينه كاهش حلاليت فلزات سنگين  تراكم و استفاده از آهكروش هاي در اين مقاله به بررسي . محيطي است

و  1 ،0در سه سطح و استفاده از آهك سانتيمتر  12و  18 ،21در سه سطح پرداخته شده است كه طي آن عامل تراكم  فرآوري سرب و روي لكان
بدست آمد كه طي آن كمترين  cm  2و ضخامت آهك cm  12تراكمبهترين نتيجه در ميزان نهايت در  .مورد بررسي قرار گرفتسانتيمتر  2

 ..حاصل شد حلاليت فلزات سنگين به محيط زيست
 

  فلزات سنگين، كارخانه فرآوري سرب و روي، پسماند سد باطله، خنثي سازي: واژه هاي كليدي

 

Study of preventing immobilization of heavy metal from waste of zinc 
and lead processing plant to the environment 

 
 

ABSTRACT 
 

Transport of hazardous material from mine tailing and mineral processing wastes to surface and groundwater 
is one of the most important environmental problems. In this study for  reducing the solubility of heave 
metals from mine waste of lead and zinc of a mineral processing plant, three layers of lime with thicknesses 
of 0, 1,  were added and then compacted in three layers of 12, 18 and 21 centimeters. The optimum 
conditions were found when the thickness of lime was 2 cm and compacted to 12 cm for the case of lowest 
solubility of heavy metals. 
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