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  چكيده
ر واقع اولـين گـام جهـت مطالعـه          د.  لازم است كه زونهاي داراي شكستگي بالا شناخته شوند          توسعه و ارزيابي مخازن    در اكتشاف، 

با وجود اينكه تقريباً . كستگي ها و بعد از آن تخمين و آناليز شكستگي ها مي باشد        ، شناسايي ش  )بخصوص مخازن شكافدار   (مخازن
شكستگي ها در تمامي مخازن هيدروكربوري وجود دارند ولي هنوز تأثير و رفتار شكستگي ها در مخازن به خوبي مـشخص نـشده                       

از آنجائيكه ضريب . را مشكل مي سازند   مخازن   پيش بيني در مورد      است، چرا كه شكستگي ها داراي رفتارهاي متفاوتي هستند كه         
 مناسب جهـت شناسـايي شكـستگي هـا          يبازيافت مغزه در زونهاي شكسته شده پايين است، محققان از ديرباز در جستجوي ابزار             

 مي   ها هستند كه تصويري مجازي از ديواره چاه فراهم         ي و مطالعه شكستگ   يي شناسا ينمودارهاي تصويري از جمله ابزارها    . هستند
 به شناسايي و تفسير شكستگي هاي موجود در يكي از چاههاي جنـوب ايـران پرداختـه      FMIدر اين مقاله به كمك نمودار       . كنند

ضـمن اينكـه    . قرار دارند . NNW-SSE باز بوده كه عمدتاً در روند        ي ها ياز نوع شكستگ  موجود   ي ها يعمده شكستگ . شده است 
د و در نهايـت بـا اسـتفاده از اطلاعـات      ي ـن گرد يـي  تع يواره چاه جهت تنش هاي افق ـ      القايي و ريختگي دي    ي ها يبه كمك شكستگ  
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Detection and interpretation of fractures in one of the Iranian southern oil 
wells by FMI log  

 
 
Abstract 
Detection of high fractured zones in fractured reservoirs in case of exploration, development and 
evaluation is essential. In fact, detection and then analysis of fractures is the first step of fractured 
reservoir investigation. Nearly all hydrocarbon reservoirs are affected in some way by natural fractures, 
yet the effects of fractures are often poorly understood. Since different behaviors of fractures, study and 
prediction of production zones (in fractured reservoirs) is not simple. Because of low recovery of core in 
fractured intervals, researchers try to find new and convenience methods to detect and analysis of 
fractures. Borehole image logs are common tools in detection and investigation of fractures which 
prepared virtual picture from wellbore. In this paper we have interpreted fractures by FMI log in one of 
the Iranian southern oil wells. Major of fractures in this well are open with W-E & NW-SE strike. Indeed 
by drilling induce fractures and borehole breakouts we could predict horizontal stress direction around 
this well. Eventually, mud loss depth data indicate that borehole breakout and open fractures have most 
important rules in loss of drilling mud. 

  


