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  چكيده

را افـزايش داده     انبع آب زير زمينـي درمنطقـه خوزسـت        اري از منا  ، بهره برد   شرب ، صنعتي و   براي مصارف كشاورزي   افزايش تقاضا 
. را بدنبال داشـته اسـت  .... زمين و ، نشست  كيفيت آب، تغييركاهش ذخيره مخزن ،سطح آب زيرزميني  كه عواقبي مثل افت   است  

 ايـن  پـژوهش      در . منابع آب زيرزمينـي مـي باشـد         رو تغذيه مصنوعي   با چالش پيشِ  مقابله  رويارويي و   يكي از روشهاي مهم براي      
  سيـستم اطلاعـات جغرافيـايي   تكنولوژي سنجش از دور وهمچون  هاي نوين مطالعات مكاني  روش استفاده از     است تا با   سعي شده 

(GIS)             در شرق استان خوزستان مـورد ارزيـابي قـرار            واقع  نقاط مناسب جهت تغذيه  آب زير زميني در بخش جنوبي دشت ايذه 
  شـيب  نقشهكاربري اراضي و    ه  لاي ،آبراهه ها   تراكم ، ها شكستگياكم  تر،  ليتولوژي  : ه اطلاعاتي شامل   لاي  پنج  بدين منظور از   ،گيرند

 Landsat7عكس هاي هوايي، تـصوير مـاهواره   م پردازش بر روي نقشه زمين شناسي،تمامي لايه ها با انجا  .استفاده شده است

ETM+    با فرمت    1:25000نقشه هاي توپوگرافي      و DGN   در محـيط نـرم افزارهـاي          و  تهيه شدند GIS تحليـل قـرار     ورد م ـ 
 تعيين و سپس براي هـر لايـه          زميني  بر روي فرايند تغذيه آب زير       هر لايه  تأثيربر اساس ميزان    اوزان لازم    ،پس از تحليل  . گرفتند

 نقشه پتانسيل مناطق ه ها لايبا اعمال روش همپوشاني بر روي  و در نهايتزشي بين يك تا ده در نظر منظور گرديد      نيز تغييرات ار  
ند هـاي  ز شكسته شده بهتـرين نقـاط و سـا    سازند هاي سختِ حاصل بر اساس نتايج. شدجهت تغذيه آب زير زميني تهيه سب  منا

  .گچي، مارني، سيلتستوني و بخشي از آبرفتها بدترين نقاط جهت تغذيه آب زير زميني هستند
  .ضي كاربري ارا، خطواره ، ايذه،GIS سنجش از دور و ، تغذيه مصنوعي: كليدي واژه هاي

  
  

Determination of groundwater recharge potential zone by using remote 
sensing and GIS technology, case study: southern Izeh  

 Abstract  
Recently, groundwater exploitation was risen for many applying such as: agriculture, domestic and 
industrial that was resulted groundwater surface drawdown, reducing the storage of aquifer, changing the 
aquifer quality or to, land subsidence and etc in Khuzestan area. One of the most important methods for 
challenge to this problem is artificial recharge. The purpose of this study was to investigate groundwater 
recharge potential zone by remote sensing and geographical information system (GIS) method in south of 
Izeh located in eastern Khuzestan. For this approach, five information layers were prepared such as: 
Lithology, Drainage density, Fractures density, Landuse and Slope map. Every layer was derived using: 
Geological map, Aerial photos, Landsat 7 ETM+ satellite image, DGN Topographic map in 1:25000 
scale. Then, each layer received a weight value based on its effect on total groundwater recharge by GIS 
analyzing. Finally, groundwater recharge potential zone map was made by layers integrating and 
overlaying them.  The resulting map shows that the best zones are found on region of hard and fractured 
rock formation. Whereas, the worst zones are locating in siltstone, marl and sulfating formation.    
 Keywords: Artificial recharge, remote sensing & GIS, Izeh, Lineament, Land use.  
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