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Abstract
Study of timehistories and frequence containing of various accelerogram from near  fault and  far fault shows that   
received  shakes  to various  points intensive  relation to distance of causing  fault arrangement situation with regard 
advance’s direction of  fault and had  particular of source parameters. The Accelerogram crop of near fault and far fault 
general containing less effect’s time to regard of accelerogram from near fault and far fault and usually from high 
frequence compilation type. In this state that accelerogram from near fault and far fault records general are containing 
low  frequence compilation’s. The studies history seismic of varius structures show that  in using effect earthquake of 
near fault and far fault that are containing various frequence and  show that  difference act. With due attention to until 
now , this studies performance on gelevard of neka concrete face rocfill dam (cfrd). For example from cfrd to various 
earthquake earned from near fault and far fault and will compared together , in continue from base of earned result,s in 
this studies diffrrence seismic cfrd to will became manifest in near fault and far fault earthquake.
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مقدمه.1

طراحـي دراينـرو ازگـردد، ناپذيريجبرانبه خساراتمنجرتواندميآنهادرگسيختگيكههستندژئوتكنيكيهايسازهجملهازايسنگريزهوخاكيسدهاي

سـدهاي  اريپايددقيقبررسي .ميباشدآنازبعدوزلزلهطولدرسدپايداريكنترلموارد ،اينازيكي.آيدبعمللازمحساسيتهايوكنترلهاتماماستلازمآنها

درآنهابينروابطومجموعه معلوماتكهاستاينمسئلهاينعلت .استخاكيسازه هايحوزهدرمسايلترينپيچيدهاززلزلهبرابرسنگريزه اي با رويه بتني در

سـدها اينگونـه ايلـرزه ايمنـي بـرآورد ايـران، وركشخيزيلرزههمچنينونوع سدهااينكاربردوسعتبهتوجهبا .استمتفاوتومتنوعبسيارمسئلهاينتحليل

دومين پروژه دردست احداث سدهاي سنگريزه اي با رويه بتني دركشور، سد سنگريزه اي با رويه بتني گلورد نكا مي باشد كه جهت دهي مطالعـه  .داردايارزندهنقش

.خواهد رسيد و از اين نظر در ايران منحصر بفرد خواهد بود متر113موردي اين تحقيق را نيز به خود اختصاص داده است و ارتفاع آن به 

درجه عرض شمالي قرار 36و درجه طول شرقي 53كيلومتري جنوب شرقي شهرستان نكا و در مختصات جغرافيائي 28اين سد در استان مازندران و محل سد در فاصله 

.)1شكل و1جدول(دارد 

با رويه بتني گلورد نكامشخصات بدنه سد سنگريزه اي- 1جدول 

سنگريزه اي با رويه بتني نوع سد

متر111 ارتفاع سد از بستر رودخانه

متر12 عرض تاج

متر از سطح دريا739 رقوم تاج
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