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Abstract 

 One of the common methods for analysis of structures against explosive loads is the static linear equivalent analysis of 

the structure. Multiplying the maximum value of the explosive load by the dynamic factor (d), the method would yield 

the static load equivalent to the explosive load. Therefore, the dynamic analysis turns into the equivalent static one and 

the structure analysis is carried out. Currently, no complete study for computing the dynamic coefficient is available 

and by applying the diagrams obtained for beams and just by considering the ratio of the explosive load run-time to the 

main period of the member vibration (td/T), the engineers carry out their studies on a fully approximate-based manner. 

The purpose of this paper is to present the dynamic coefficient (d) of concrete slabs with different ratios of vibration 

periods, different boundary conditions and different geometric ratios to cover a complete range in designing the 

explosion proof structures. In that regard, different concrete slabs are modeled and a maximum measuring unit of real 

dynamic triangular load and consequently, a measuring unit of static load is applied. Then, by considering the 

maximum moments obtained from static and dynamic analyses, the dynamic coefficient (d) is derived. For that purpose, 

840 analyses including both dynamic and static states were carried out. Practically, the research includes 1680 case of 

analysis. The findings are plotted as different values for the dynamic coefficient (d) vs. (td/T), and furthermore, 

different a/b cases are shown on each plot as well. Therefore, 30 plots for any type of boundary conditions, each 

resulted by the analysis of 28 cases, eventually were drawn.  
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  همذهَ .1

 

اص ًیاصُای تؾش اهشّصی تاهیي اهٌیت دس تشاتش زولات اًفداسی هی تاؽذ کَ تا یکی 

ّ ُوچٌیي تْخَ تَ پیؾشفت علازِای هخشب تا تشد صیاد اص اُویت خاصی تشخْسداس هی تاؽذ. .

دس ّازذُای صٌؼتی پتشّؽیوی ًیض اخشای عاختواًِای هماّم دس تشاتش اًفداس دس عالِای 

دس تسث تسلیل ّ عشازی تست تاس اًفداس ، تَ دلیل  دٍ اعت ،اخیش تْعؼَ صیادی پیذا کش

هاُیت ایي دعتَ اص تاسُا ّ ًیض سػایت هغایل التصادی ، تا تْخَ تَ کاستشی عاختواى 

هْسد ًظش عغْذ هختلفی اص ػولکشد   تشای عاصٍ دس ًظش گشفتَ هی ؽْد . اص عشف دیگش تا 

. اص پیذایؼ [1]اصٍ تِثْد هی یاتذ تکاسگیشی سّػ ُای ًْیي ّ هصالر کاسا ػولکشد ع

تکٌْلْژی اًفداس هذت صیادی هی گزسد، ّ سّؽِای هتفاّتی تشای تسلیل دس تشاتش تاس 

اًفداس ّخْد داسد ّلی هشخغ کاهل کاستشدی دس استثاط تا هساعثَ ضشیة دیٌاهیکي دالِا 

هشصی ّ  دستشاتش تاس اًفداس ّخْد ًذاؽتَ ّ ًوْداسُای تمشیثی تذّى تْخَ تَ ؽشایظ

گیشد. کاس کاهل  ّ تشسعی خاهؼی  ٌُذعی دالِا دس عشازی ُا هْسد اعتفادٍ لشاس هي

دس   [2] همشسات هلی ایشاى 12دس پیؼ ًْیظ هثسث  تاکٌْى دس ایي ساتغَ اًدام ًؾذٍ اعت.

تسلیل ّ عشذ عاصٍ ُا دس تشاتش اًفداس اعتفادٍ اص سّػ اعتاتیکي هؼادل تْصیَ ؽذٍ اعت 

ّ چَ دس هشخغ  12تاؽذ ّلی چَ دس هثسث  هي[3]آهشیکا  TM5-855ص آئیي ًاهَ کَ تشداؽتی ا

اصلی ّ عایش هشاخغ هغالؼَ کاهلی تشای هساعثَ ضشیة دیٌاهیکي ّخْد ًذاؽتَ ّ هٌِذعاى 

اص ًوْداسُای تذعت آهذٍ تشای تیشُا ّ فمظ تا دسًظش گشفتي ًغثت صهاى اػوال تاس 

( هغالؼات سا تغْس کاهلاً تمشیثي اًدام هیذٌُذ td/Tاًفداس تَ پشیْد اصلی استؼاػ ػضْ )

کَ دس ایي تسمیك همادیش دلیك ضشیة دیٌاهیکي تا تْخَ تَ ؽشایظ هشصی ّ پشیْد استؼاؽی 

 SAP2000دس ایي ساتغَ دالِای تتٌی هختلف تا ًشم افضاس  هختلف تشسعی ّ تذعت آهذٍ اعت.


