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Abstract 

Steel plate shear walls are the new of resisting systems against lateral loads that are used in tall buildings and 

improvement of specific structures in high-risk seismicity  regions. This system is used in both stiffened and unstiffened 

types and stiffened types of seismice performance and exploitation problems are more suitable, but because of the 

multiple stiffeners and most operating details, a lot of time and money should be spent to build them, therefore the idea 

of corrugated sheet steel shear wall is provided with this goal. First application of corrugated sheets has been in the 

plate girder web and in recent years, several experiments has been done on the steel plate shear walls with corrugated 

plates that are showing the using of this plates type  in the steel plate shear wall system in place of simple plates, has 

been caused to be improvement the behavior of steel plate shear walls in the local and overall buckling and increasing 

the bearing capacity and ductility, and energy lossing. Therefore because of being new to using this plates type in the 

steel plate shear wall system, in this paper, based on the finite element method and Using ANSYS.12.0, a general 

purpose finite element program, has been to investigate the impact of the wave section shape of steel sheet (sinusoidal, 

trapezoidal and zygzaly waves) and also the effect of parameters such as the opening of frame, height of floor, the 

thickness of plate – thickness of wall ratio, the density and the number of waves on the seismic behavior of steel plate 

shear wall. This study was conducted with finite element approach theoretically. The results of this study demonstrated 

that behavior of corrugated plate issuperior to simple plate because it has high loading capacity, ductility and energy 

absorption. 
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  همذهَ .1

 

عیغتن ُبی همبّم ثبسثش خبًجی اعتفبدٍ ؽذٍ ، لبة ُبی همبّم خوؾی، لبة ُبی  ػوْهب  

پبییي  عجمبتلبة ُبی همبّم خوؾی هؼوْلا  دس  هی ثبؽٌذ.بی ثشؽی هِبسثٌذی ؽذٍ ّ دیْاس ُ

ًیبص ثضسگ  اثؼبداػضبیی ثب  ثَ ،افمی خبثَ خبیی ُبیتش عبختوبى ثَ هٌظْس هسذّد کشدى 

لبة عجمَ هٌبعت ّ التقبدی اعت.  02 تب استفبعثشای عبصٍ ُبی  ُوچٌیي ایي عیغتنداسًذ. 

ثبدثٌذی ُن هشکض ّ غیش ُن هشکض هی ثبؽٌذ ثبثت  ُبی هِبسثٌذی ؽذٍ کَ دس دّ تیپ عیغتن

عجمَ هٌبعت هی ثبؽٌذ، ػیت ایي عیغتن دؽْاسی  22ؽذٍ اعت ثشای عبختوبى ُبی تب استفبع 

ثشای  سعْش ثَ دیْاس هِبسثٌذی ؽذٍ ثشای عشّیظ ُبی هکبًیکی یب ایدبد ثبصؽْ هی ثبؽذ.

کبسآهذتشیي عیغتن هِبسثٌذی  عجمَ، دیْاس ُبی ثشؽی 22 عبختوبى ُبی آعوبى خشاػ ثبلای

دیْاس ثشؽی ثتٌی هغلر  [.1] خبًجی ُغتٌذ ّ سایدتشیي عیغتن اعتفبدٍ ؽذٍ هی ثبؽٌذ

 ثغیبس صیبد دس عبختوبى ُبی ثتٌی ّ ُوچٌیي دس عبختوبى ُبی فْلادی اعتفبدٍ ؽذٍ اعت.

ل عبخت عبختوبى ُبی خذیذی ثب دیْاسُبی ثشؽی فْلادی عبختَ ؽذٍ اعت. ثَ دلی اخیشا  اهب 

ثب ففسَ تخت دس تمْیت عبصٍ ُبی ثتٌی ّ  فْلادی دیْاسُبی ثشؽیاص آعبى ّ عشیغ آًِب، 

ؽی فْلادی تؾکیل ؽذٍ اعت اص یک لبة یک دیْاس ثش .اعتفبدٍ ؽذٍ اعت ًیض فْلادی هْخْد

عتْى دس لبة هوکي اعت ثَ فْست  –اتقبلات تیش کَ فْلادی پش ؽذٍ ثب ففسبت فْلادی ػوْدی 

 .یشداس ثبؽذعبدٍ یب گ

، کوبًؼ خبسج ففسَ ففسبت پشکٌٌذٍ، یک هؼیبس هسذّدیت عشازی ثشای 1762تب عبل 

. چٌیي سّػ عشازی ثغْس اعبعی هٌدش ثَ پبًل ُبی هسغْة هی گشدیذ دیْاسُبی ثشؽی فْلادی

سش هی ففسَ آًِب  اص لعتیک پبًل ُب لجل اص کوبًؼ خبسجعخت ؽذٍ گشدیذ کَ همبّهت پ کبهل  

ؽذٍ هبًغ اص  عختٌَ ُبی عبخت اضبفی دس ساثغَ ثب دیْاسُبی ثشؽی فْلادی . ُضیداد
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