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 :چكيده 

هاي شديد و اهميت حفظ پايداري و قابليت جذب و استهلاك انرژي در هنگام جنبش شديد زمين، استفاده از  وقوع زلزله
ضوابط لرزه  ايتبسياري از ساختمان هاي بتني موجود به دليل عدم رع نمايد.ناپذير ميپذيري زياد را اجتنابهاي با شكلسازه

نظير محصور شدگي و تامين  در برابر زلزله آسيب پذير مي باشند. زوال مصالح، عدم رعايت جزئيات سازه اي اي در زمان ساخت،
از جمله ضعف هايي است كه در اين  و ... ، اتصالات غير شكل پذير، طبقه ضعيف، طبقه نرمطول مهاري، وجود ستون هاي لاغر

 مي شود.ساختمان ها مشاهده 
در اين نوشتار به منظور تبيين موارد فوق، ارزيابي آسيب پذيري يك ساختمان بتني چهار طبقه در شهر تبريز مورد توجه قرار 

 ها گرفته است. به دليل عدم وجود اطلاعات اوليه وضعيت موجود ساختمان، مشخصات مصالح طي يك برنامه جامع آزمايش
 062و نشريه  2022ط استاندارد سازه، معيارهاي پذيرش آن بر اساس ضواب لرزه اي ي عملكرد. براي ارزيابه استاستخراج گرديد

. مطالعات انجام شده حاكي از ضعف كلي سيستم ه استغيرخطي كنترل گرديد استاتيكي نتايج حاصل از تحليل هايبا توجه به 
ژه در طبقه همكف، احتمال بروز پديده به وي ه هاه طبق. وجود ستون هاي ضعيف در كلياي بوده استسازه در برابر نيروهاي لرزه 

 062و نشريه  2022كنترل سازه بر اساس ضوابط استاندارد كه نموده  تشديدطبقه نرم در اين سازه در هنگام رخداد زمين لرزه را 
 بوده است.نيز مويد اين موضوع 
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Importance of being stable during seismic excitation, makes the use of ductile structures inevitable. 
Considerable amount of existing structures are seismically vulnerable because they were built prior 
to explicit code requirements for seismic design. Material deterioration, nonseismically structural 
details, inadequate anchorage length, slender columns, weak stories and soft stories constitute some 
structural deficiencies in such structures.  
This paper, considering mentioned problems, is aimed at assessing seismic performance of a 4-story 
reinforced concrete building at Tabriz city. The geometry and structural layout were determined 
from a topographical survey of the structure. The strength of the materials was assessed through 
field tests. Performing a case study, some nonlinear static analyses using a detailed three-
dimensional model performed to evaluate performance of the structure according to standard 
No.2800 and code No.360. Respecting widespread weakness seen in columns, specially at the first 
story, it increases the likelihood of soft story happening. Evaluating structure performance on the 
basis of code provisions, proves this subject. 
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