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 چكيده :

  
انجام شده  یآسمار یدر مخزن نفت یسوراخکار ياتمناسب جھت عمل ی يهمقاله انتخاب ناح یندر ا

تخلخل، تراوایی و تعيين پنجره ایمن و پایدار گل حفاری از پارامترھای بسيار  ،است. ميزان اشباع آب
مھم در این انتخاب است. تخلخل و تراوایی از خصوصيات سنگ مخزن است. تخلخل با استفاده از 

ھای تست چاه آزمایی محاسبه  آید و تراوایی براساس داده دست می پيمایی به نمودارھای چاه
 ين،، حسیآرچ یھا اشباع آب در سازند مورد نظر، مدل يزانممناسب  ی محاسبه به منظورشود.  می
محاسبه  ای یهدولا یھا آن با مدل یجاستفاده شده و نتا یدال، جوھاز، شلومبرژه و اندونز يماندوکس،س

  بدست آمده نشان یج. نتاگردد یم یسهاند مقا بدست آمده یشگاھیآزما یھا اشباع آب که توسط داده
محاسبه اشباع آب است. در ادامه محاسبه  یبرا يشنھادیپ  مدل ینبھتر یاندونز  که مدل ھدد یم

انجام  يزیکیپتروف یاطلاعات بدست آمده از نمودارھا ی يلهسنگ مخزن به وس يکیژئومکان صخوا
شکست  ياربر اساس مع یجنتا يلو تحل يکیژئومکان یابی. با توجه به خواص بدست آمده، ارزگردد یم

 ینا یج. نتاشود یم ييننوع شکست در سازند تع یابیارز ین. با استفاده از اشود یکلمب انجام م-یموگ
حد مجاز  ترین یينمورد مطالعه از نوع تنش نرمال است. پا يهتنش در ناح یمکه رژ دھد ینشان م یابیارز

ل منطبق با مدل حد مجاز فشار گ ینو بالاتر يقعم یبرش يختگیفشار گل منطبق بر مدل گس
 يزگل ن یدارپای ایمن و  حد مجاز فشار گل، پنجره ييناست. پس از تع یا ضربه يقعم یبرش یشکستگ

  .گردد یم يينتع
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Abstract: 
In this paper, selecting the best location for perforation operation in Asmari 
formation. Water saturation, porosity, permeability, and the safe and stable mud window are 
very important parameters in the selection. Porosity and permeability of the physical 
properties of reservoir rocks. porosity and permeability are calculated based on using 
wireline Logs and well test data. for selected the best model for water saturation, 
initially Archie, Hossin, Simandoux, Doll, Juhasz, Schlumberger, and Indonesia 
Equations were used for calculating the water saturation for Asmari formation. The 
results were compared with double-layer models (developed by lab data) used for 
measuring water saturation. According to the results, the Indonesia model is the best 
one for measuring the water saturation. Then, the geomechanical properties of the 
reservoir were analyzed using the information gained from the petrophysical logs. By 
using the measured properties, both geomechanical evaluation and analysis results 
were carried out based on Mogi - Coulomb Failure Criterion. The evaluation showed 
the failure type of the formation. According to the results, the stress regime of the 
Asmari formation in Ahwaz oilfield is normal stress regime. The minimum and 
maximum allowable mud weight pressures are based on shear wide break out model 
and shear deep knock out model, respectively. When the allowable limits of the mud 
pressure were set, then the stable mud weight window was determined. 
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