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 چکیده:

 كماترو  مناسب ياـمينهد ز وـكمب ،نعتيـصو  يهرـش اطقـمنش رتـگس جهت به ئلحااريواز د دهستفاا وزهمرا  

با وجود پيشرفتهاي بسياري در مهندسي  ت.ـسا هـيافت قـنرو يشـپاز   يشـب، وددـمحي اـفضدر  مختلف يهازهسا

كه اين  است. ژئوتكنيك لرزه اي هنوز رخداد انواع گسيختگي و ناپايداري در سازه هاي نگهبان در اثر زلزله ها مطرح

موضوع ناشي از عدم شناخت كافي رفتار مصالح اعم از ديوار و خاك تحت اثر بارگذاري ديناميكي، عدم شناخت 

. هدف اصلي اين مقاله گسيختگي در خاك و عدم تسلط به راههاي درست مقابله با اين مشكلات ميباشد مكانيزمهاي

ي حائل به كمك مدل عددي است. در روش پيشنهاد ارائه يك روش براي بررسي گسيختگي و پايداري ديواره ها

و  پارامتر روي نتايج تحليل، با ثابت نگه داشتن بقيه پارامترها، پارامتر مورد نظرتغيير داده ميشود تغيير يكشده با 

 نتايج براي اثر زلزله روي پارامترهاي مختلف بررسي مي گردد.
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Investigation of the effect of earthquake on rupture and stability of retaining walls 

using numerical model 

Nowadays, the use of retaining wall, has been further developed in order to expand urban and 

industrial areas, suitable land cover and the density of structures in a limited space. Despite 

the many advances in seismic geotechnical engineering, the occurrence of various types of 

failure and instability in guard structures is the result of earthquakes. This is due to lack of 

adequate understanding of the behavior of materials, such as walls and soil, under the 

influence of dynamic loading, the lack of recognition of mechanisms of failure in soil, and 

lack of control over the proper ways of coping with these problems. The main objective of 

this paper is to provide a method for investigating the rupture and stability of buffer walls 

using a numerical model. In the proposed method, by changing a parameter on the results of 

the analysis, with the rest of the parameters remaining constant, the parameter is changed and 

the results for the effect of the earthquake on the various parameters are investigated. 
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