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 چکیده 

که در بخش  ییهاستمیاست. از جمله س افتهی یها در برابر زلزله توسعه فراوانسازه یکاهش خراب یبرا راگرهایاستفاده از م

 هیخود و ورود به ناح ادیشکل ز رییهستند، که در آن فلز با تغ یفولاد یراگرهایم رد،یگیم یها جافعال سازه ریکنترل غ

-شونده، با عنوان ستون میتسل یفولاد یراگرهایاز م یدیپژوهش، نوع جد نیکند. در ایزلزله را مستهلک م یانرژ کیپلاست

-ستون نیباشد، ایعنوان شده شامل دو ستون مجاور هم م راگریگردد. میم یبررس( Dissipative columns)اتلاف کننده  یها

از زلزله  یناش یانرژ راگرهایم نیاند. در ادهیمتصل گرد گریکدیشونده( به  میتسل یهاشکل )المان X یهاورق لهیها به وس

توان از یم یادیر سازه تا حد زد راگریم نیا یریشود. با به کار گیشکل م X یهادر ورق یخطریو رفتار غ میف تسلرص

توان یم راگرهایم نیا یاینمود. از مزا یریو ستون جلوگ ریسازه مانند ت یاصل یدر اعضا کیالاست ریغ یهاشکل رییتوسعه تغ

ها در نرم و ورق راگریرفتار م قیتحق نیاشاره کرد. در ا بیبودن آن پس از آس ضیمناسب و قابل تعو سیسترزیبه رفتار ه

 یبر اساس عملکرد طراح SAP2000نرم افزار  در یدو بعد یساختمان یهاشده و مدل یصحت سنج ABAQUSر افزا

 یهالیشتاب نگاشت زلزله، تحت تحل نیبا استفاده از چند راگرینوع از م نیقاب مجهز به ا یااند. عملکرد لرزهدهیگرد

توان از جمله نتایج حاصله میاند. قرار گرفته یو بررس یابیزمورد ار OpenSeesافزار در نرم( IDA) یخطریغ ینمو یکینامید

حاشیه ایمنی بیشتر در برابر فروریزش نسبت و  زلزله اثر در کمتر آسیبی مختلف، عملکرد حوسط در سازه عملکرد بهبودبه 
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Abstract  

 

Using of dampers has been developed to reduce the failure of structures against 
earthquakes. Among the passive control systems for structures, there are 
metallic yielding dampers in which the metal dissipates induced earthquake 
energy due to its large deformation at plastic behavior region. In this research, a 
new type of yielding steel dampers is considered, which is called dissipative 
column. This type of dampers has two adjacent columns which are joined 
together by X-shaped plates (yielding elements). In these dampers, the energy 
from the earthquake causes yielding and plastic behavior of the X-shaped plates. 
By using this damper in the structure, it is possible to prevent the development 
of inelastic deformations in the main members of the structure, such as beams 
and columns. The advantages of these dampers are the proper hysteresis 
behavior along with simple and low-cost replacement after failure. In this paper, 
after verification of the behavior of dampers and plates using ABAQUS software, 
two-dimensional building models were designed by performance-based design 
approach in SAP2000. The seismic performance of the frames equipped with this 
type of damper was evaluated using nonlinear incremental dynamic analyses 
(IDA) by OpenSees software under several ground motion records. Among the 
obtained results of this study, improvement of structural performance in 
different performance levels in addition to less damage by the earthquakes and 
more collapse margin ratio with respect to usual moment-resisting frame can be 
noted.  
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