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  چكيده 

راحي وزنه تعادل ميل لنگ، سيستم شفتهاي بالانس اوليه و ثانويه، طراحي مكانيزم حركتي آنها و ترسيم بررسي وضعيت ارتعاشي موتور، ط
در اين . نمودارهاي نشان دهنده وضعيت ارتعاشي موتور مستلزم يك سري عمليات پيچيده و طولاني رياضي به ويژه در موتورهاي وي شكل است

  .افزار ويژوال بيسيك تهيه شده استافزاري در محيط نرممان و خطا  نرمپژوهش جهت انجام عمليات مذكور در حداقل ز
خروجيهاي نرم افزار كه در چهار قسمت طراحي وزنه تعادل ميل لنگ، سيستم شفتهاي بالانس اوليه و ثانويه، طراحي مكانيزم حركتي آنها و 

افزار و زمان لازم جهت انجام فت، نشان داد كه خطاي حاصله در خروجيهاي نرمافزار با مقادير متناظر در منابع مورد مقايسه قرار گرنمودارهاي نرم
  .عمليات مذكور به صفر كاهش يافته است

	افزار، مكانيزم حركتي تسمه اي سنكرون، مكانيزم حركتي زنجيري غلتكي و منحنيبالانس، نرم :هاواژهكليد
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Abstract		
Evaluation	 of	 condition	 of	 engine	 vibration,	 the	 design	 of	 crankshaft	 counterweight,	 primary	 and	 secondary	
balance	shafts	system,	their	driven	mechanism	design	and	drawing	diagrams	and	to	show	the	condition	of	engine	
vibrations	require	a	series	of	complex	and	lengthy	mathematical	operations	particularly	in	the	V‐type	engines.	In	
this	study	to	accomplish	these	operations	a	software	is	provided		in	the	environment	of	visual	basic	software	in	
minimum	 time	 and	 errors	 of	 estimations.	 The	 program	 outputs	 were	 compared	 in	 four	 parts,	 such	 as	 the	
crankshaft	counterweight	design,	primary	and	secondary	balance	shafts	system,	their	driven	mechanism	design,	
and	 also	 software	 plots	with	 corresponding	 values	 in	 the	 references.	 The	 program	 outputs	 	 showed	 that	 the	
resulting	 error	 in	 the	 software	 and	 the	 time	 required	 for	 these	 operations	 have	 been	 reduced	 to	 extremely	
minimum.																																																																																																																																																																																																			
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