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 چكيده

منایع آر و سبازی و ارزیایی رسبور رودنانه و ایجاد ارتباب یین دیی یریان  و رسبور از یمله ملامه مه  و کاریردی در مدیری     شببیه 
ها و عاملی یرای یلوگیری از هزینه اضافی اس . در این تحقیق، از تایع دهی رودنانهمحیط زیلب  در اسبتفاده از مخازن سبدها، سبامان    

-های مویکهای زمانی استفاده گردیده و کارایی مدلهای سریمویک یه عنوان یکی از ایزارهای محاسببا  نر  یه  اسبتخراو وییگی  
ی آیی چای مورد یررسی قرار گرفته اس . یینی رسور در رودنانهشببکه عصبی مصنوعی یرای پی   -ر پشبتیبان  و مویک ماشبین یردا 

های یینی شده اس . سپس سرییرای این منظور، در گا  اول مقدار رسبور توسبط ماشبین یردار پشتیبان و شبکه عصبی مصنوعی پی    
رسور وارد ماشین یردار -سازی رایطه دییها یه  شبیهی تجزیه شدند و این زیر سریهایزمانی دیی و رسور توسط مویک یه زیر سری

دهند که ماشببین یردار پشببتیبان یا ضببرین تبیین یینی رسببور ماهانه نشبان می پشبتیبان و شبببکه عصبببی مصبنوعی شببدند. نتای  پی   
46/0DC=   46/0نرویی یهتری نلبب  یه شبکه عصبی مصنوعیDC= اشین یردار پشتیبان نتای  یهتری در مقایله م-مویک دارد. مدل

های ماشین یردار پشتیبان و شبکه دهد و اضافه کردن مویک یاعث افزای  دق  مدلشببکه عصببی مصبنوعی نشان می    -یا مدل مویک
 یافته اس .  ارتقاء  WSVMDC= 28/0یه    SVMDC= 46/0شود، یرای نمونه عصبی مصنوعی می
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Abstract 

Simulation and evaluation of sediment and extending the relation among streamflow and 

sediment is an important and applicable issue in the water resource management which is 

useful in the organizing reservoirs, rivers and avoiding additional costs. In this paper, the 

efficiency of Wavelet-based Support Vector Machine (WSVM) model was examined for 

prediction of monthly Suspended Sediment Load (SSL) of the Aji-Chay River. Then for this 

purpose, at first step, SSL was predicted via ad hoc SVM and Artificial Neural Network 

(ANN) models. Therefore in the hybrid models, streamflow and SSL time series were 

decomposed into sub-signals via wavelet transform, and these decomposed subseries were 

imposed into SVM and ANN to simulate discharge-SSL relationship. The results showed 

that SVM yield to better outcomes with Determination Coefficient (DC)= 0.65 than ad hoc 

ANN with DC=0.61. On the other hand, WSVM showed better consequences than wavelet-

based ANN (WANN) model in monthly SSL prediction, and wavelet data pre-processing 

could lead to catch more accurate results, e.g., DCLSSVM=0.65 was increased to the 

DCWLSSVM=0.82. 
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