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 : چكيده
  

دليل هزينه هاي بالاي حفر چاه ها جهت دستيابي مستقيم  به اطلاعات مربوط به خواص پتروفيزيكي، ب
وارون . ي به چنين اطلاعاتي از اهميت خاصي برخوردار استداشتن روشهاي جايگزين به منظور دستياب

اهميـت وارون  . يكي از اين نوع روشها همواره مد نظر آارشناسـان بـوده اسـت   به عنوان سازي لرزه اي 
علت استفاده از داده های مختلفـی چـون اطلاعـات لـرزه ای و اطلاعـات نگـاره چـاه و        ه سازی لرزه ای ب

 .صحت مدل مخزن را بالا مـی بـرد   باهم تلفيق شده و قدرت تفکيک و اطلاعات زمين شناسی است که
منظور وارون سازی داده های لرزه ای وجود داردکه صرفنظر از جزئيات، هـر روش  ه روش های مختلفی ب

به عنوان  اين تحقيق،در  .به دو بخش وارون سازی پيش از برانبارش و پس از برانبارش تقسيم می گردد
همراه داده های چاه و افق هـای تفسـير شـده یکـی از ميـادین      ه ده های سه بعدی بدامطالعه موردي 

بـه روش  بکارگرفته شده است و روش وارون سازی لرزه ای به عنوان اطلاعات ورودي ایران جنوب غربي 
این روش وارون سازی جـزء روشـهای   . بر آن اعمال گردیده است، )limited band inversion(باند محدود 

وارون سـازی بانـد فرکانسـی محـدود     انتخاب این روش بعلـت   .سازی پس از برانبارشی می باشد وارون
در ایـن   .کنـد ای را حـذف مـی  باشد که اثر موجـک لـرزه  یک الگوریتم وارون سازی بازگشتی کلاسيک می

 .آیدبدست می) هرتز١٠-۶٠(های متوسط مقاومت صوتی مرحله فرکانس

  موجك لرزه اي ،HRS نرم افزار ،لرزه نگاري سه بعدي ،اند فرآانسي محدودب، وارون سازي :آليد واژه ها
  

Abstract: 
 
Indirect approaches for petrophysical data acquisition are of great importance in petroleum 
industry since direct approaches for data gathering in wells are costly. Seismic inversion has 
been used by different researchers as a tool for indirect data acquisition for it makes use of 
various data sources; say seismic, well log and geological data, whose combination enhances 
reservoir model accuracy and resolution. Irrespective of details in different seismic inversion 
methods, there exist mainly two methods: pre-stack and post-stack. In this paper a case 
study has been carried out in one of Iranian southwestern fields in which 3D data together 
with well data and interpreted horizons underwent seismic Limited band inversion. This 
method has been utilized since limited band inversion is a post-stack and classic folded 
inversion algorithm that eliminates seismic wavelet that results in average frequencies (10-60 
Hz). 
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