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  چكيده
توان با استفاده از عوامل متفاوتي همچون تركيب شيميايي، ضـخامت، چگـالي ،تخلخـل،     سوز را مي هاي تشكيل شده در موتورهاي درون رسوب
هـاي   حـل  راه كـردن ا در پيـد  تواند مي آن شيميايي و زيكيفي خواص كيفيت پيداكردن و رسوب آناليز .كرد حرارت توصيف انتقال ميزان و سختي

منظـور   بـه در ايـن مقالـه    .مفيد باشد) هاي سوخت و روغن اضافه كردن روابط شيميايي به افزودني(ها      مناسب جهت كاهش و يا از بين بردن آن
سوپاپ هواي يك نمونه  هاي تشكيل شده بر روي رسوب، (SEM) روش ميكروسكوپ الكتروني روبشيبا استفاده از شناخت رسوب سوپاپ هوا، 

هاي متفاوت  نتايج نشان دهنده اين هستند كه در ناحيه. و همچنين تركيب شيميايي بررسي شده است شناسي ريختاز نظر  مستقيم موتور پاشش 
هاي دمايي و ميـزان زمـاني كـه تحـت      وتو عامل ايجاد كننده اين تغييرات را تفا بر روي سوپاپ تركيب شيميايي و خواص فيزيكي تفاوت دارد

  .كنند ثير اين دما قرار داشته تعيين ميتأ
  ميكروسكوپ الكتروني روبشي، سوپاپ هواي ورودي، موتور پاشش مستقيم شناسي، ريخترسوب، :هايدواژهكل  
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Abstract	
Intake	valve	deposits	are	characterized	by	chemical	composition,	thickness,	density,	porosity,	hardness,	and	heat	
transfer	 effects.	 Analyzing	 this	 deposits	 and	 acquiring	 their	 physical	 and	 chemical	 qualities	 can	discover	 new	
ways	 to	 reduce	 or	 wash	 them	 out	 (such	 as	 fuel	 or	 oil	 additives).	 	 In	 this	 article	 morphology	 and	 chemical	
composition	 of	 air	 Intake	 valve	 deposit	 in	 a	Direct	 Injection	 engine	 is	 analyzed	 by	 SEM	method.	 The	 deposit	
characteristics	 vary	 depending	 on	 the	 position	 of	 the	 deposit.	 The	 deciding	 factor	 in	 the	 characteristics	 of	
deposits	is	temperature	and	the	time	being	exposed	to	temperature.	
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