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  چكيده

به اين منظور جريان كاويتاسيوني . باشد ميهاي جريان داخل نازل و پديده كاويتاسيون  هدف اين مقاله، بررسي اثر هندسه انژكتور بر مشخصه
فاز مايع (نازل، گذرا و دوفازي جريان درون . سازي شده است ديناميك سيالات محاسباتي شبيه داخل يك انژكتور ديزل چندسوراخه با استفاده از 

به اين معني كه . روش غيرهمگن استروش دوسياله، يك . سازي شده است فرض شده و با استفاده از روش دوسياله اويلري شبيه) و بخار
هاي  تعداد سوراخجهت بررسي اثر هندسه مدل بر جريان كاويتاسيوني داخل نازل، . شود معادلات حاكم براي هر فاز به صورت جداگانه حل مي

ل، ساختار جريان درون كيسه نازل هاي ناز نتايج عددي به دست آمده حاكيست كه با افزايش تعداد سوراخ. تغيير داده شده است 8تا  2انژكتور از 
جريان كاهش  هاي نازل، سرعت تزريق و دبي جرمي هاي جريان داخل نازل، با افزايش تعداد سوراخ از نقطه نظر مشخصه. كند به شدت تغيير مي

  .يشين اعتبارسنجي شده استو نتايج تجربي موجود از تحقيقات پ يعدد يجبا مقايسه نتا يساز روش شبيه. يابد و شدت كاويتاسيون افزايش مي
  سازي عددي، نازل چندسوراخه كاويتاسيون، هندسه نازل، تزريق ديزل، شبيه :ها يدواژهكل
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Abstract	
In	 this	 paper,	 effect	 of	 injector	 geometry	 on	 the	 characteristics	 of	 internal	 nozzle	 flow	 and	 cavitation	
phenomenon	 is	 investigated.	 To	 this	 end,	 cavitational	 flow	 inside	 a	multi‐hole	 diesel	 injector	 is	 simulated	 by	
using	 computational	 fluid	dynamics.	 The	 flow	 inside	 the	nozzle	 is	 considered	 transient	 and	 two‐phase	 (liquid	
phase	 and	 vapor	 phase)	 and	 it	 is	 simulated	 by	 using	 Eulerian	 two‐fluid	 method.	 Two‐fluid	 model	 is	 a	 non‐
homogeneous	method.	In	this	method,	governing	equations	are	solved	for	each	phase	separately.	To	investigate	
the	effect	of	nozzle	geometry	on	the	cavitational	flow,	number	of	injector	holes	is	varied	from	2	to	8.	Obtained	
results	show	that	by	increasing	the	number	of	nozzle	holes,	flow	structure	in	the	nozzle	sac	is	varied	extremely.	
From	nozzle	flow	characteristics	point	of	view,	by	increasing	the	number	of	nozzle	holes,	injection	velocity	and	
mass	 flow	rate	decreases	and	cavitation	 intensity	 increases.	Simulation	method	 is	validated	by	comparing	 the	
numerical	results	with	experimental	data	and	good	correspondence	is	achieved.			
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