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Abstract		
The	engine	produces	the	carbon	dioxide	(CO2),	hydrocarbon	(HC),	Nitrogen	oxides	(NOx)	and	etc.	NOx	can	move	long	
distances,	 causing	 a	 variety	 of	 health	 and	 environmental	 problems	 in	 locations	 far	 from	 their	 emissions	 source.	
These	 problems	 include	 ground	 level	 ozone	 and	 smog,	 which	 are	 created	 in	 the	 atmosphere	 by	 the	 reaction	 of	
nitrogen	 oxides	 and	 hydrocarbons	 in	 the	 presence	 of	 sunlight.	 An	 investigation	was	managed	 in	 a	 compression‐
ignition	engine	fuelled	with	blends	of	diesel	and	biodiesel	at	different	EGR	rates.	The	effect	of	fuel	blends	ratio	and	
EGR	 rate	 was	 examined	 on	 the	 emission	 characteristics	 (unburned	 hydrocarbon	 (HC),	 nitric	 oxide	 (NO),	 carbon	
dioxide	(CO2)	and	oxygen	(O2).	Air‐Fuel	equivalence	ratio	(λ),	oil	temperature	and	intake	gas	temperature	were	also	
analyzed.	Results	show	that	 the	blends	of	diesel	and	biodiesel	decrease	HC	emissions	compared	to	those	of	diesel	
fuel.	 Biodiesel	 addition	 can	 increased	 NO,	 CO2	 and	 O2	 emissions	 compared	 with	 that	 of	 diesel.	 EGR	 reduced	 NO	
emissions	in	compression‐ignition	engine	fueled	with	diesel	and	biodiesel	blends.	The	fuel	consumption	and	air‐fuel	
equivalence	ratio	were	decreased	by	19.2	%,	72.9	%	respectively	for	20	%	biodiesel	blends	with	20%	EGR	compared	
to	diesel	fuel	without	EGR.	Intake	gas	temperature	and	oil	temperature	were	observed	as	increases	by	87.5%,	6.2%	
respectively	compared	to	diesel	fuel	without	EGR.	
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  چكيده

نيتروژن اكسيد ها مي توانند مسافت هاي . توليد مي كنند... موتور وسايل نقليه آلاينده هايي همچون دي اكسيد كربن، هيدرو كربن، نيتروژن اكسيد ها و 
اين مشكلات شامل لايه ازن . است، شوندينده طولاني را بپيمايند و باعث ايجاد مشكلاتي در سلامتي و محيط زيستي كه حتي به دور از منبع انتشار آلا

تحقيقي بر روي يك . زمين و دود مي باشند كه در جو زمين بوسيله ي واكنش نيتروژن اكسيد ها و هيدرو كربن ها در حضور نور خورشيد بوجود مي آيند
روي مشخصه  EGRدرصد تركيبات سوختي و نرخ  اثرات. انجام شد EGRموتور احتراق تراكمي با تركيبات سوختي ديزل و بيوديزل و نرخ هاي مختلف 

نتايج بدست . همچنين نسبت هم ارزي هوا به سوخت، دماي روغن و دماي گازهاي ورودي تجزيه تحليل شد. هاي آلايندگي مورد بررسي قرار گرفت
افزودن بيوديزل باعث افزايش دي . ر  دادندآمده نشان داد كه تركيبات سوختي بيوديزل و ديزل در مقايسه با سوخت ديزل هيدرو كربن كمتري انتشا

% 20به هنگام استفاده از . كاهش دادبه مقدار قابل توجهي مقدار نيتروژن منو اكسيد را  EGRاستفاده از . اكسيد كربن، نيتروژن منو اكسيد و اكسيژن شد
 % 9/72و % 2/19هوا به سوخت به ترتيب به مقدار مصرف سوخت و نسبت هم ارزي و سوخت ديزل،  EGR0در مقايسه با حالت  EGR20بيوديزل و 

	.افزايش يافتند%  2/6و % 5/87كاهش و دماي گازهاي ورودي و دماي روغن به ترتيب به مقدار 
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