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  چكيده

. كن هوا بر عملكرد موتور ديزل زيردريايي پرداخته شده استازي عددي تأثير استفاده از مبدل پيش خنكدر اين تحقيق به بررسي و شبيه س
هنگام عبور هوا از . باشد هاي افزايش توان موتورهاي ديزل، استفاده از توربوشارژر براي افزودن مقدار هواي ورودي به موتور مي يكي از راه

به همين علت از . يابد يابد  و در نتيجه عملكرد موتور ديزل كاهش مييش پيدا كرده، چگالي آن كاهش ميكمپرسور توربوشارژر، دماي هوا افزا
با توجه به اينكه موتور ديزل زيردريايي در محيط بسته قرار دارد اين . شود اينتركولر براي كاهش دما و افزايش چگالي هواي ورودي استفاده مي

. باشد ه آن افزايش پيدا كند كه امكان خنك كردن هوا و رسيدن به دماي مطلوب توسط اينتركولر ميسر نميامر باعث شده دماي هواي ورودي ب
به . كن هوا براي خنك كاري هواي ورودي به توربوشارژ استفاده شده استدر اين تحقيق براي بالا بردن عملكرد موتور از مبدل پيش خنك

- دهد كه استفاده از مبدل پيش خنك نتايج نشان مي. تايج تجربي مقايسه و تطابق خوبي مشاهده شدمنظور اعتبار سنجي، نتايج شبيه سازي با ن
افزايش يافته و مصرف سوخت ويژه  درصد 24/25درصد و بازده حجمي حدود  35/29كن هوا باعث شده توان ترمزي و گشتاور ترمزي حدود 

  .كندكاهش پيدا ميدرصد  2/3ترمزي حدود 
  كنپيش خنكمبدل  وربوشارژر، اينتركولر،توتور ديزل، م :هاكليدواژه
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Abstract	
This	study	investigated	and	numerically	simulated	the	impact of	air	pre‐cooler	on	the	performance	of	submarine	
diesel	 engine.	One	way	 to	 increase	power	 in	diesel	 engines	 is	 to	use	of	 turbocharger	 to	 charge	 the	engine	air	
intake.	 When	 air	 passes	 through	 the	 turbocharger,	 the	 temperature	 increased	 and	 engine	 performance	 is	
reduced.	Because	of	 the	 increased	density	 of	 the	 intake	air	 intercooler	 is	 used	 to	 lower	 the	 temperature.	 The	
submarine	diesel	engine	operates	in	a	very	tight	and	closed	area	and	this	causes	the	air	temperature	to	rise.	This	
high	level	of	air	temperature	makes	the	very	high	temperature	in	intercooler	inlet.	In	this	study	to	enhance	the	
performance	of		the	engine	air	pre‐cooling	exchanger	for	cooling	the	inlet	air	to	the	turbochargeris	used.	In	order	
to	 validate	 results	 of	 simulations	 compared	 with	 experimental	 results	 and	 good	 agreement	 was	 observed.	
Results	 indicate	that	use	of	 the	air	pre‐cooling	exchanger	increases	the	brake	power	and	brake	torque	around	
29.35%	and	rises	volumetric	efficiency	about	25.24	%	and	The	brake	specific	fuel	consumption	and	about	3.2%	
are	reduced.	
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