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  چكيده

امروزه طراحان . هاي طراحان موتور بوده است مندي هاي درون موتور احتراق داخلي همواره جزء يكي از علاقه بررسي رفتارهاي سه بعدي جريان
اتي، اين رفتارها را قبل از ساخت يك موتور، در حالت نزديك به واقعيت، مورد ارزيابي قرار سيالات محاسب پوياييهاي  با استفاده از تحليل

 استوانهمنيفولد ورودي موتور، به دليل اينكه هواي مورد نياز فرآيند احتراق درون  .هاي خود گام بردارند دهند تا در جهت رفع ايرادات طراحي مي
، مقاله در اين. باشد سيالاتي مي پويايي راحي هر موتور برخوردار است و به همين دليل نيازمند تحليلكند، از اهميت بالايي در ط را فراهم مي

حالت خاص از كاركرد  سيالاتي سه بعدي و گذرا براي چندين پوياييموتور خودروي ملي تيبا با استفاده از يك تحليل هوا در منيفولد ورودي 
سازي به  در اين مدل. سازي شده است ، مدل)زودتر باز شدن سوپاپ ورودي(بندي سوپاپ ورودي  انهمچنين حالتي خاص از تغيير زمموتور و 

سازي و به مدل  منظور بررسي دقيق رفتار سيال در نواحي مختلف منيفولد ورودي، فرآيند احتراق و همچنين رفتار سوپاپ به طور جداگانه شبيه
از شدن سوپاپ بر روي پارامترهاي سيالاتي عملكردي موتور در منيفولد ورودي، براي اولين بار زودتر ب حالت خاص بررسي اثرات .اند اضافه شده

سازي با نتايج تجربي شركت سازنده و نمودارهاي مرجع،  نتايج شبيه .به صورت سه بعدي و براي اين موتور ملي انجام شده استران، در اي
نتايج نشان مي دهد زودتر باز شدن سوپاپ هوا باعث افزايش راندمان حجمي در  .ها برقرار است سنجي شده و تطابق خوبي بين آن صحت

  .دورهاي بالا موتور مي شود
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Abstract	
A	3‐D	CFD	model	was	developed	to	study	effects	of	early	intake	valve	opening	on	the	flow	field	characteristics	in	
the	 intake	 manifold	 of	 a	 domestically‐produced	 spark‐ignited	 gasoline	 1.5	 liter,	 4‐cylinders	 engine,	 TIBA	
(manufactured	by	MEGA	motor	Co.).	The	performance	of	the	model	was	validated	against	experimental	results	of	
the	engine	obtained	from	the	flow	bench	of	the	company.	Investigation	of	EIVO/EIVC	strategies	has	been	done	
first	 time	 in	 Iran	with	3D	simulation	 for	 the	National	Engine.	The	 results	of	 implementing	 these	 strategies	on	
valve	events	show	that	the	average	of	intake	manifold	pressure	has	direct	relation	with	the	amount	of	throttle	
opening.	Also	the	average	of	intake	manifold	pressure	has	reverse	relation	with	engine	speed.	In	addition,	with	
considering	of	early	intake	valve	opening	(EIVO)	and	early	intake	valve	closing	(EIVC),	the	volumetric	efficiency	
will	be	increased	in	higher	engine	speed. 
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