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  چكيده

از ايـن  . ه از سوخت هاي جايگزين را در سالهاي اخيرافزايش داده استتمايل به استفاد افزايش هزينه ها و تدابير زيست محيطي، كاهش منابع نفتي،
بـراي   .شبيه سازي شـده انـد   AVL‐FIRE2013 با استفاده از نرم افزار متيل اتر وبيوديزل،	دو سوخت ديرفتارافشانه حاصل از رو در اين مقاله،

در نظر گرفته شده  MPa 2 و MPa1	 ه شده وفشار محفظه احتراقثابت نگه داشت MPa 50 مقايسه افشانه حاصل از اين سوخت ها، فشار تزريق
همچنـين، بـراي    .باعث كاهش طول نفوذ افشانه مي شود افزايش فشار محفظه احتراق، سوخت، نوع دو نتايج حاكي از آنست كه براي هر .است

دي متيـل   قطر ميانگين قطرات براي سوخت .استاز سوخت بيوديزل  طول نفوذ افشانه سوخت دي متيل اتر كمتر فشار محفظه احتراق،هر دو 
	.است تزريق و محفظه احتراق بهتر دي متيل اتر در شرايط يكسان ت آمد كه نشان دهنده پودرسازياتر كوچكتر از بيوديزل بدس

   قطر ميانگين قطرات طول نفوذ افشانه، مطالعه عددي، سوخت بيوديزل، ،متيل اتر - سوخت دي :هايدواژهكل
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Abstract	
Depleting	petroleum	resources,	requirements	of	energy	security	and	increasing	costs, have	led	to	an	increase	in	
the	 interest	 in	 renewable	 fuels,	 especially	 in	 recent	 years.	 Among	 the	 various	 alternative	 fuels,	 biodiesel	 and	
dimethyl	 ether(DME)	 fuels	 are	 the	 most	 popular.	 In	 this	 paper,	 spray	 characteristics	 of	 these	 two	 fuels	 are	
studied	numerically	.Injection	pressure	is	kept	constant	in	50MPa	and	two	different	pressures	are	considered	for	
ambient	 pressure,1	 and	 2MPa.The	 results	 are	 in	 good	 agreement	 with	 experimental	 studies.	 Spray	
characteristics	 such	 as	 tip	 penetration,	 sauter	mean	 diameter	 (SMD)	 are	 analyzed.	 The	 results	 show	 that	 the	
spray	 tip	 penetration	 is	 influenced	 by	 ambient	 pressure	 in	 both	 fuels;	 decreases	 as	 the	 ambient	 pressure	
increases.	 In	addition,	 in	the	case	of	 two	different	ambient	pressures,	 results	show	that	DME	has	smaller	SMD	
values	 in	 comparison	with	 biodiesel,	which	means	 better	 atomization	 of	 DME	 in	 same	 injection	 and	 ambient	
conditions.	
Keywords:	 dimethyl	 ether	 (DME),	 biodiesel,	 numerical	 study,	 spray	 tip	 penetration,	 sauter	 mean	 diameter	
(SMD)	
	
	
	
	
	
	
	

  


