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  چكيده

مورد بررسي قرار  صورت تجربيبه چهار سيلندر و ايهاي يك موتور اشتعال جرقهبنزين بر آلاينده -بيواتانولهاي سوخت تاثير مخلوط در اين مقاله،
در  NOXو  HC، CO ،CO2 هايآلاينده و مخلوط گرديد) درصد 85و  60، 40، 20، 0(اتانول بيوهاي مختلف ابتدا سوخت بنزين خالص با درصد . گرفت
در  بيواتانولداد كه با افزايش درصد  نتايج تجربي نشان. گيري شداندازه) باز بودن كامل و نيمه باز(دو موقعيت دريچه گاز در و  هاي مختلفسرعت
همچنين با افزايش سرعت موتور . افزايش يافت NOX و CO2كاهش، و  HCو  COهاي ، آلايندهدريچه گاز قرارگيري و موقعيت هاي سوختمخلوط
-مخلوطاد كه اثر متغير درصد بيواتانول در نشان دها دادهتحليل آماري  .نشان دادرا روند افزايشي  NOX و COروند كاهشي، و   HCو  CO2هاي آلاينده

  . دار بوده استدرصد معني 5ها در سطح بر آلاينده هاي سوخت
  هاي اگزوزبنزين، آلاينده -بيواتانولهاي اي، مخلوطموتور اشتعال جرقه :ژهاكليدوا
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Abstract	
	In	this	paper,	the	effect	of	bioethanol‐	gasoline	fuel	blends	on	exhaust	emissions	of	a	four‐cylinder	spark	ignition	(SI)	
engine	was	investigated	experimentally.	Pure	gasoline	fuel	was	blended	with	various	percentages	of	bioethanol	(0,	
20,	40,	60	and	85%),	and	the	HC,	CO,	CO2	and NOX	exhaust	emissions	were	measured	at	different	engine	speeds	and	
two	throttle	valve	positions	(full	throttle	and	50%	throttle	valve).	The	experimental	results	showed	that	as	the	ratio	
of	bioethanol	fuel	is	increased	in	the	blend,	the	CO	and	HC	emissions	are	decreased	but	CO2	and	NOX	are	increased	at	
two	throttle	valve	positions.	Also	when	the	speed	of	engine	was	increased,	the	HC	and	CO2	emissions	were	decreased	
but	CO	and	NOX	emissions	were	increased.	The	statistical	analysis	indicated	that	the	effect	of	bioethanol	percentage	
in	fuel	blends	on	emissions	at	5%	level	was	significant.		
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