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Abstract	
Recently,	 according	 to	 the	 environmental	 crisis	 and	 the	 negative	 influence	 of	 gasoline	 and	 Diesel	 fuels	 on	 it,	
together	with	these	fuels	high	cost	persuaded	the	manufacturing	companies	to	use	natural	gas	as	fuel.	Natural	
gas	will	occupy	more	space	because	of	its	much	lower	density	in	comparison	with	liquid	fuels	and	as	a	result,	the	
volumetric	efficiency	will	be	reduced.	In	this	regard,	the	Miller	cycle	as	the	fifth	thermodynamic	cycle	in	internal	
combustion	engines	is	discussed.	Increasing	the	expansion	ratio	along	with	the	compression	by	changing	in	the	
intake	valve	closure	is	the	main	characteristic	of	this	cycle.	In	this	study,	AVL	FIRE	software	is	used	to	simulate	
D87	gas	engine.	Since	the	close	cycle	cannot	examine	the	valve	lifting	effectively	as	well	as	the	turbo	charging,	
then	 one	 dimensional	 simulation	 by	 GT	 Power	 software	 is	 used.	 After	 their	 parallelism	 with	 each	 other,	 4	
camshaft	 timing	has	been	used	as	well	 as	Otto	 cycle.	 	Results	 show	 that	 there	 is	a	 reduction	 in	 the	maximum	
pressure	 and	 temperature	 with	 slight	 increment	 in	 power.	 Also	 due	 to	 decrease	 in	 peak	 temperature,	 NOx	
diminishes	obviously.	
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  چكيده

هاي اخير و به سبب بحران زيست محيطي و تأثير منفي سوخت گاز و ديزل بر روي آن و همچنين به علت قيمت بالاي اين لدر طول سا
سوخت گاز طبيعي به علت چگالي پايين آن حجم بيشتري در . ها، توليدكنندگان را متقاعد كرده تا از سوخت گاز طبيعي استفاده نمايندسوخت

به همين منظور، چرخه ميلر به عنوان چرخه . تري را نتيجه خواهد دادكند و در نتيجه بازدهي حجمي پاييناشغال ميهاي مايع مقايسه با سوخت
- افزايش در كورس انبساط در مقابل نسبت تراكم با تغيير در زمان بسته. پنجم ترموديناميكي در موتورهاي احتراق داخلي مورد بحث قرار گرفت

پرداخته  87سازي موتور دبراي شبيه FIRE	AVLافزار در اين پژوهش، با استفاده از نرم. باشدصلي مطرح شده ميدريچه ورودي، موضوع اشدن 
سايزي يك بعدي با استفاده تواند اثرگذاري توربوشارژر را مورد بررسي قرار دهد از شبيهاز آنجاييكه سيكل بسته با دريچه ورودي نمي. شده است

بادامك مختلف به همراه بررسي سيكل اتو، انجام شده ميل 4سازي، پس از موازي سازي دو شبيه. استفاده شده است Power	GTافزار از نرم
همچنين به علت كاهش دما، آلايندگي . نتايج نشان از كاهش بيشنه فشار و بيشينه دما به همراه اندكي افزايش در توان خروجي دارند. است

  . يابداكسيد ازت كاهش چشمگيري مي
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