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  چكيده

همگـن بـا اسـتفاده از سـوخت     سوختتراكميهاي كاركرد و آلايندگي موتور اشتعالدر مقاله حاضر يك مطالعه عددي به منظور بررسي مشخصه
- سازي احتراق در موتورهاي احتراق داخلي به كار گرفتـه اي شبيهاي با موفقيت برافزارهاي رايانههاي اخير نرمدر سال. استبيوديزل، انجام شده

اين مطالعه به بررسي نظري اثرات استفاده از سوخت بيوديزل بر عملكرد و آلايندگي يك موتور اشتعال تراكمي سوخت همگن مجهز به . اندشده
 ـمي Fire	AVLافزار سازي عددي با نرمدر قالب شبيهبازخوراني گازهاي خروجي  سـوخت  % 50و % 20، %0در ايـن تحقيـق از تركيبـات    . ردازدپ

خت ديـزل خـالص   و همكاران بـر روي سـو   D.Ganesh و نتايج عددي با نتايج تجربي حاصل از تحقيق آقاي بيوديزل با گازوئيل استفاده شده
و نتـايج آن بـه تفصـيل آورده     ي قرار گرفتـه نيز مورد بررس% 20و % 10تأثيرات بازخوراني گازهاي خروجي به مقدار همچنين . استمقايسه شده

- درصد توان انديكه موتور را كاهش مي 2و  3درصد بيوديزل به ترتيب 50درصد و 20استفاده از تركيبات بر اساس نتايج بدست آمده، . استشده
باشد كه شاهد ها ميبيوديزل در كاهش آلايندهتأثير اصلي استفاده از . يابددرصد افزايش مي2حدود  B50بازده گرمايي موتور در استفاده از . دهد

  .به جاي سوخت ديزل هستيم B50در استفاده از و دوده درصدي اكسيدهاي نيتروژن 15و  37 به ترتيب كاهش
  موتور اشتعال تراكمي سوخت همگنبيوديزل،  بازخوراني گازهاي خروجي، آلايندگي، :هايدواژهكل
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Abstract	
In	the	present	article,	a	numerical	study	for	the	examination	of	combustion	and	exhaust	emission	characteristics	
of	 an	 HCCI	 engine	 by	 using	 biodiesel	 Fuel	 has	 been	 done.	 Computational	 software’s	 recently	 has	 been	 used	
successfully	 for	 combustion	 simulation	 of	 Internal	 Combustion	 engines.	 This	 study	 investigates	 the	 effects	 of	
utilizing	biodiesel	fuel	on	the	operation	and	emissions	of	an	HCCI	engine	with	exhaust	gas	recirculation	by	AVL	
Fire	software	simulation.	In	this	investigation	we	used	0%,	20%	and	50%	blends	of	biodiesel	with	diesel	fuel	and	
the	 numerical	 results	 have	 been	 compared	 with	 the	 experimental	 results	 of	 Mr.	 D.	 Ganesh	 and	 co‐workers	
experiment	on	the	diesel	fuel.	Also	the	effect	of	10%	and	20%	exhaust	gas	recirculation	has	been	examined	in	
this	model.	On	the	of	the	results,	20%	and	50%	blends	of	biodiesel	utilizing,	decrease	engine	Indicated	power	by	
2	 and	 3	 presents.	 Using	B50	 results	 2	 presents	 raise	 in	 the	 engine	 indicated	 efficiency.	Decreasing	 emissions	
produce	rate	is	the	main	effect	of	using	bio‐fuel	in	IC	engines,	since	in	this	model	37	and	15	presents	decrease	
has	been	seen	in	NOx	and	soot	produce	rate	by	using	B50	instead	of	diesel	fuel.	
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