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  چكيده

بـه ازاي فشـارهاي    دو سوخت ديزل استاندارد و بيوديزل خالص، متيل اسـتر روغـن سـويا   براي نازل انژكتور جريان داخل هدف از اين مقاله مقايسه 
ها محاسبه سازي ديناميك سيالات محاسباتي ديناميك حبابزي داخل نازل انژكتور با استفاده از شبيهاكاويتاسيون چند ف جريان. است	تزريق مختلف

بنـدي  و در حال تغيير مي باشد به همـين دليـل از شـبكه    حركت سوزن انژكتور ثابت نيست، دليل از آنجا كه حجم داخل نازل انژكتور به. شده است
اويلـري   -سازي از تقريب اويلـري براي شبيه .تا پايين آمدن آن به نقطة اول استفاده شده است حركت سوزن به سمت بالا و متحرك از لحظه شروع

	AVLتجاري سيال دوفازي با استفاده از نرم افزار  Fire رآينـد تشـكيل   فاز انجا كه جريان داخل نازل انژكتـور بـر اتميزاسـيون و     .استفاده شده است
بـه ازاي   جريـان داخـل نـازل     بررسـي و در فروپاشي اوليه افشانه تأثير خواهد گذاشت در اين مقاله سعي شده است  بـه   ه سزايي داردتأثير ب افشانه

داخل حجم كسري بخار در نتايج نشان مي دهد كه به ازاي افزايش فشار تزريق . پرداخته شودديزل فشارهاي تزريق مختلف براي سوخت ديزل وبيو
 بـه ازاي سـوخت ديـزل و بيـوديزل مشـاهده شـد كـه       در يك فشار تزريق ثابت با مقايسه كاويتاسيون در داخل اوريفيس . يش مي يابداوريفيس افزا

  . ديزل سطح بيشتري را در داخل اوريفيس اشغال كرده استكاويتاسون در سوخت ديزل نسبت به سوخت بيو
  تزريق مستقيم پديده كاويتاسيون، موتور ديزل، بيوديزل،: ها كليدواژه
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Abstract	
In	 this	 paper	 the	 internal	 flows	 of	 two	 standard	 diesel	 fuels,	 soya	 oil	 and	 methyl	 ester,	 were	 compared	 in	
different	 injection	 pressures.	 Multiphase	 cavitation	 flow	 in	 the	 injector	 nozzle	 is	 computed	 with	 the	
computational	 fluid	 dynamics	 simulations.	 The	 needle	 movement	 accounts	 for	 different	 volumes	 inside	 the	
nozzle,	thus	the	moving	mesh	was	established	for	the	needle	movement.	Simulations	were	done	on	the	base	of	
Eulerian‐Eulerian	 approximation	 by	 use	 of	 the	 commercial	 code	 AVL	 FIRE.	 The	 injector	 internal	 flow	 highly	
effect	the	spray	formation	and	atomization,	so	in	this	paper	the	internal	flow	of	diesel	and	biodiesel	fuels	were	
studied	 in	 different	 injection	 pressures.	 Results	 show	 that,	 as	 the	 injection	 pressure	 increases,	 vapor	 portion	
inside	the	orifice	also	increases.	By	the	investigation	of	cavitation	inside	the	orifice	in	specified	same	pressures	it	
is	seen	that	cavitation	in	diesel	fuel	flow	takes	more	surface	inside	the	orifice	in	comparison	with			biodiesel	fuel	
flow.		
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