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  چكيده

نوع  وامل مختلفي از جملهع اين تغييرات به. از اهداف اصلي است ك يكياي، شناخت تغييرات سيكلي براي بهبود عملكرد موتورهاي اشتعال جرقه
تواند سبب نوسانات قدرت خروجي و هيدروكربن  ارزي، سرعت و بار موتور و مشخصات هندسي موتور وابسته است و مي سوخت، نسبت هم

موتور از يك ) سيكل در هر حالت 500بيش از (فشار بر حسب زاويه ميل لنگ  هاي تجربي وسيع داده كار حاضر، با استخراجدر . نسوخته شود
تاثير تغييرات سيكلي روي هيدوركربن نسوخته منتشره مورد بررسي قرار  كسر گازهاي خروجي در همان شرايط، گيري هپژوهشي و همچنين انداز

 COVimepحداكثر مقدار هيدروكربن نسوخته در حداقل مقدار  0/9و  0/95، 1/0ارزي  كه در نسبت همدهد  نتايج حاصله نشان مي. گرفته است
پايداري و تضعيف شدت تغييرات سيكلي از اهداف محققان موتور براي بهبود  اگر چه افتد، اتفاق مي )فشار موثر متوسط انديكهتغييرات  يبضر(
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Abstract	
To	improve	SI	engine	performance,	recognizing	cyclic	variation	is	one	the	major	purposes.	The	cyclic	variations	
depend	 on	 different	 factors	 such	 as	 fuel	 type,	 equivalence	 ratio,	 speed,	 load	 and	 geometrical	 parameters	 of	
engine.	The	variations	may	cause	fluctuations	of	output	power	and	unburned	hydrocarbon	emissions.	During	the	
current	work,	 the	effect	of	 cyclic	variations	on	hydro‐carbon	emission	has	been	 investigated	with	 collecting	a	
massive	 experimental	 data	 of	 pressure‐crank	 angle	 (more	 than	 500	 cycles	 for	 each	 condition)	 using	 a	 single	
cylinder	research	engine	and	measuring	the	exhaust	gas	emissions	at	the	conditions.	The	obtained	result	showed	
that	 at	 the	 equivalence	 ratio	 of	 1.00,	 0.95,	 0.90	 the	 values	 of	 hydro‐carbon	 emissions	 were	 increase	 with	
reducing	 the	 COVimep	 (cyclic	 variations	 of	 indicated	mean	 effective	 pressure)	 although	 the	 reduction	 of	 cyclic	
variation	rate	has	been	the	purposes	of	engine	researchers.	 
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