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  چكيده

نيروي خود را از طريق پولي متصل به ميل اين تسمه . تسمة متعلقات در موتور احتراق داخلي، بسته به قطعات متصل به آن، وظايف مختلفي دارد
نمايد و در مسير چرخش خودع قطعات مختلفي مانند دينام، كمپرسور كولر، پمپ فرمان هيدروليك، واترپمپ و خنك كنندة روغن را لنگ تامين مي

هدف از . كن وجود داردرد و يك تسمه سفتهاي هر يك از متعلقات، تعدادي هرزگبر پولي هدر طراحي هر سامانة تسمة متعلقات، علاو. چرخاندمي
نتايج اين بررسي، نقاط ضعف و قوت هر . اين مقاله بررسي تجربي عملكرد قطعات مختلف يك سامانة تسمة متعلقات در موتوري احتراق داخلي است

اين . سازي بكار رودة عملي در نتايج شبيههاي جديد و هم به عنوان دادگذاري سامانهتواند هم براي صحهاين بررسي مي. دهدقطعه را نشان مي
اين . شدندگيري  در اين مقاله متغيرهاي مختلف اندازه. هاي تمام بار و بدون بار موتور انجام شدبررسي، در دو حالت با و بدون متعلقات براي حالت

همچنين متغيرهاي حاصل از عملكرد تسمه . مه هستندنوسانات، كشش ديناميكي، لغزش و سرعت تس: هاي تسمه مانندها شامل ويژگي گيري اندازه
گيري اي تسمه سفت كن نيز اندازهلنگ و جابه جايي زاويهناهمسانگردي پوليها با پولي ميل, مانند فشار كمپرسور كولر، نيروي وارد بر پاية هرزگرد

در دورهاي بحراني نوسانات تسمة متعلقات . رهاي بحراني استنتايج نشان دادند سخت ترين حالت براي عملكرد سامانة تسمة متعلقات در دو. شدند
   .بدترين حالت خواهد بود, در ميان دورهاي بحراني، حالتي كه موتور تمام بار باشد و متعلقات نيز همگي فعال باشند. شودبه شدت زياد مي

  داخليتسمة متعلقات، متعلقات، نوسان تسمه، سرعت بحراني، موتور احتراق  :هايدواژهكل
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Abstract	
The	Accessory	belt	in	internal	combustion	engine	has	different	tasks.	Accessory	belt	is	run	by	crank	shaft	pulley.	
It	run	alternator,	AC	compressor,	hydraulic	pump,	water	pump	and	oil	module.	There	are	some	idlers	and	belt	
tensioner	in	design	of	accessory	belt	layout.	The	target	of	this	paper	is	to	experimental	investigation	of	accessory	
performance.	The	weak	points	and	power	points	of	each	part	are	cleared	by	this	investigation.	This	investigation	
can	use	for	both	new	designs	and	experimental	data	in	simulations.	This	investigation	was	done	at	no‐load	and	
full	 load	condition.	At	each	condition	 the	accessories	was	 turn	on	and	off.	The	measured	parameters	are:	belt	
vibration,	belt	speed,	belt	slip,	belt	tension,	Ac	compressor	pressure,	idler	force,	acyclic	of	pulleys	and	tensioner	
displacement.	The	results	show	that	the	worth	case	of	belt	condition	is	when	the	belt	is	at	critical	speeds.	Critical	
speeds	are	the	engine	speed	that	belt	vibrates	at	its	resonance	conditions.	
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