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  دهيچك
سيمان پايه هاي ريختني كمهاي حاصل از جرميكي نمونهآلومينات كلسيمي و افزودني بر خواص فيزيكي و مكان  تاثير نوع سيمان

هاي ريختني كم سيمان امروزه به دليل داشتن استحكام خام و نهايي مطلوب كاربرد جرم. بوكسيتي در اين تحقيق بررسي شده است
ررسي تغييرات اين خواص سازي خواص مختلف فيزيكي و مكانيكي و ب هدف از انجام اين تحقيق، بهينه. اندزيادي در صنعت يافته

ويوني تري )PCE(هاي پليمري پلي كربوكسيلات اتربر اين اساس تاثير افزودني. باشدهاي مختلف ميها و سيمانتحت تاثير افزودني
بر خواص ذكر شده ) و زنيوم 71سكار (همچنين دو نوع سيمان آلومينات كلسيمي ساخت شركت لافارژ ) TPP(پلي فسفات سديم

باشد كه تفاوت ساختار اين دو افزودني و همچنين ميزان آب مصرفي براي ها بيانگر اين موضوع مينتايج اين بررسي. است بررسي شده
همچنين فازهاي تشكيل شده در . شوديابي، تخلخل، دانسيته و در نهايت استحكام فشاري سرد ميآن باعث ايجاد تغييرات جريان

هاي ريختني حاوي ليكي با استحكامات مختلف در دماي پايين باعث ايجاد تغييرات خواص در جرمدماهاي بالا و ايجاد باندهاي هيدرو
 .  انواع مختلف سيمان شده است
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Effect of additives and calcium aluminate cement form by 
(on) bauxite-based low cement castables properties 

  
  

ABSTRACT 
 

The kind of additive and cement effect on the physical and mechanical properties of low cement 
castable based bauxite have been studied in this investigation. Nowadays, low cement castables 
have many applications in industries due to their green and sintered strength. The goal of this 
investigation is to optimize the mechanical and physical properties and their changes due to 
different kinds of added additive and cement. Accordingly Castament and STPP as additives and 
two calcium aluminates’ cements produced in Lafarge Company (secar 71 and secar xeniom) were 
used in this investigation. Results of the investigation illustrates that different kinds of force 
between the additives and the amount of consumed water cause to change in flow ability, porosity 
percent, density and at last cold compressive strength. Also, produced phases in high temperatures 
and existence of hydraulic bonds with different strength in low temperatures cause to change in 
properties of castables include different kinds of cement.   

  
 
 
 
 
 
 
 


