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  چكيده

اسيدي بعد از انحلال عناصر موجود در ماده معدني سيال . شوداسيدي شسته ميمعدني با استفاده از سيال اي مس، مادهتودههاي فروشوييدر سازه
معدني پاشيده مس در كارخانه استحصال و سيال براي شستشوي مجدد به رو تودهسپس . شوداز طريق سيستم زهكش به خارج از توده هدايت مي

، نسبت به سيال پاشش به همين دليل سيال اسيدي خروجي از توده. اكسيدي مس گرمازاستدر اين فرايند، واكنش بين اسيد و خاك. شودمي
دانسيته سيال شده و نفوذپذيري سيستم زهكش را تحت تاثير قرار تغييرات دماي سيال موجب تغيير ويسكوزيته و . شده دماي بالاتري دارد

فروشويي، يك دستگاه نفوذپذيري ويژه ساخته هايدر اين تحقيق براي تعيين تاثير تغييرات دماي سيال اسيدي روي زهكش شني سازه. دهد مي
وكوپل كنترل شده و نفوذپذيري زهكش شني در برابر آن در اين دستگاه دماي سيال اسيدي با استفاده از المنت حرارتي ضد اسيد و ترم. شد

ها اندازه گيري(گيري شد درجه سانتيگراد اندازه60تا 3سپس نفوذپذيري زهكش شني در برابر سيال باردار و آب مقطر در دماهاي. گردد تعيين مي
ته سيال باردار و آب مقطر در دماهاي مذكور محاسبه و همچنين ويسكوزيته و دانسي). باشددرصد تغيير ضريب نفوذپديري مي40دهنده نشان

دهنده تطابق خوب بين نتايج مقايسه بين نتايج آزمايشگاهي و تئوري نشان. نفوذپذيري زهكش شني با استفاده از روابط تئوري نيز محاسبه گرديد
 .باشدمي
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Effects of pregnant leach solution temperature on the permeability of 
Gravelly drainage layer of heap leaching structures 

 
ABSTRACT 

 
In copper heap leaching process, reaction between acidic solution and copper oxide ore is exothermal and 
pregnant leach solution (PLS) has a higher temperature than the dripped acidic solution. The PLS 
temperature variations cause some changes in the viscosity and density which affect gravelly drainage layer's 
permeability. In this research, a special permeability measuring system was innovated for the determination 
of the effects of the PLS temperature variations on the permeability coefficient of the gravelly drainage layer 
of heap leaching structures. To carry out the tests, use was made of the PLS and gravelly drainage layer of 
Sarcheshmeh copper mine heap leaching structure No.1. Then the permeability coefficient of the gravelly 
soil was measured against the PLS and pure water at temperatures between 3 to 60 degrees Celsius. Also, the 
viscosity and density of the PLS and pure water were measured at the above temperatures and, using existing 
theoretical relations, the permeability coefficient of the gravel was computed. A comparison between the 
experimental and theoretical results reveals good conformity. Finally, a case history (Taft heap leaching 
structure, Yazd, Iran) was studied and its gravelly drainage layer was designed based on the results of the 
present research. 

 
  


