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 چكيده

لغزش اتفاق افتـاده   اين ناحيه بر اثر زمين. دهدگاه جناح چپ سد سيمره را مورد بررسي و مطالعه قرار مي اين تحقيق ناحيه شكست موجود در تكيه
بـا ايجـاد ايـن    . وجـود آمـده اسـت    متـر بـه   25متر در ناپيوستگي تقريباً قائم به ارتفاع حـدود   نتيسا 20موجب آن يك ترك با بازشدگي حدود  و به

لذا توده مزبور به تعداد زيادي قطعات مجـزا  . است وجود آورده  هاي پائيني به هاي كششي متعددي را در قسمت بازشدگي و شروع حركت توده، ترك
-هاي عددي المان مجزا و روش المان محدود بر روي شيرواني مذكور، انجام مياري با استفاده از روشدر اين مطالعه، تحليل پايد. تبديل شده است

دهد كـه روش المـان مجـزا بـراي محاسـبه      نشان مي) Phase2(و ) UDEC(افزار مقايسه نتايج حاصل از تحليل پايداري با استفاده از دو نرم. شود
دهند حداكثر جابجايي كلي نتايج تحقيق نشان مي. باشدهاي كوچك مناسب ميجاييراي محاسبه جابههاي بزرگ و روش المان محدود بجاييجابه
متر و با استفاده از روش المـان  سانتي 5/4و  4، 6/5ترتيب ها، حداكثر جابجايي قائم و حداكثر جابجايي افقي با استفاده از روش المان مجزا به بلوك

و بـا   42/2همچنين مقدار فاكتور ايمني با اسـتفاده از روش المـان مجـزا    . متر محاسبه شده استسانتي 84/1و  57/1، 91/1ترتيب برابر محدود به
فـاكتور ايمنـي   . شده است محاسبه  1/5و  13/5، 41/5ترتيب استفاده از روش المان محدود براي پله اول، دوم و سوم در شرايط طبيعي شيرواني به

  .شود هر دو روش، بزرگتر از فاكتور ايمني مجاز بوده، بنابراين شيرواني مورد مطالعه پايدار ارزيابي ميمحاسبه شده با استفاده از 
  

  تو افزار فيسافزار يودك، روش المان محدود، نرم روش عددي المان مجزا، نرم،  پايداري يلتحلناحيه شكست،  :كليدي كلمات

  

Comparative analysis of the failure zone slope in left flank abutment 
of Seymareh Dam  

  
ABSTRACT  

This study peruses the failure zone existing in the left flank abutment of Seymareh Dam. This zone has 
occurred as a result of a landslide leading to a crack with an aperture of around 20 cm in the rather 
perpendicular discontinuity with height of around 25 meters. With the emergence of this aperture and with 
the beginning of mass movement, numerous tension cracks with the above-mentioned crack are emerged. 
Hence, the above mentioned mass has been segregated to many separate pieces. In this research, the stability 
analysis is conducted by using both finite element and discrete element numerical methods on the mentioned 
slope. In comparison with results of the stability analysis using two softwares such as Udec and Phase2 
shows that discrete element method is used for calculating large displacement and finite element method is 
used for calculating small displacement. The study of results show that maximum overall displacement of 
blocks, maximum vertical displacement and maximum horizontal displacement is calculated by using 
discrete element method 5.6, 4 and 4.5 cm, and by using finite element method 1.91, 1.57 and 1.84 cm, 
respectively. Also, The value of safety factor is calculated by using discrete element method 2.42, and by 
using finite element method for first, second and third benches 5.41, 5.13 and 5.1, respectively. The 
calculated safety factor by using both methods exceeds the allowed safety factor, therefore the studied slope 
is stable. 


