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  چكيده 

 ،، غلظت اكسيژنغلظت سيانيد سديم . يانيدي طلا از اهميت زيادي برخوردار مي باشدبهينه سازي پارامترهاي تاثير گذار بر فرآيند ليچينگ س
در اين مقاله . و زمان ماند از مهمترين پارامترهاي تاثير گذار بر سرعت و بازيابي فرآيند ليچينگ سيانيدي طلا مي باشد pHابعاد ذرات جامد ، 

نسنگ طلادار زرمهر بهينه سازي مان ماند ليچينگ براي ماده معدني منطقه غاركفتري از كاپارامترهاي غلظت سيانيد سديم، ابعاد ذرات جامد و ز
-Designطراحي آزمايش و بهينه سازي  توسط نرم افزار  .عيار اوليه و نهايي طلاي نمونه ها بوسيله روش جذب اتمي اندازه گيري شد .شد

Expert 7 نتايج نشان  .انجام شدسديم و انرژي خردايش ذرات و افزايش بازيابي ليچينگ  بهينه سازي با هدف كاهش مصرف سيانيد. انجام شد
  .از اهميت بيشتري نسبت به ساير پارامترها برخوردار مي باشد طلا مي دهد كه غلظت سيانيد سديم در فرآيند ليچينگ سيانيدي

  .فرآيند ليچينگ سيانيدي، بهينه سازي، غاركفتري: كلمات كليدي

  

  

Optimization of parameters affecting the gold cyanide leaching for 
Zrmehr Gharkaftari mine gold ore 

ABSTRACT 
 

Optimization of parameters affecting the gold cyanide leaching process is very important. Sodium cyanide 
Concentration, oxygen concentration, particle size, pH and retention time is the most important parameters 
affecting the rate and recovery of gold cyanide leaching process. In this study the sodium cyanide 
concentration, particle size and leaching retention time is optimized for Zrmehr Gharkaftari area gold ore. 
The initial and final gold grade of samples were measured by fire assay method. Experimental was design by 
Design-Expert 7 software. Optimization was performed with the goal of reducing grinding energy and 
sodium cyanide consumption and increasing of leaching recovery. The results show that the concentration of 
sodium cyanide in the gold cyanide leaching process is the most important of the other parameters.                              
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