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  چكيده

هاي تقويت امواج راديويي و منبع آب دارد، علاوه بـر ايـن             اي جهت نصب ايستگاه   كوه و تاقديس اهواز به دليل بلندي، جايگاه ويژه        
اسفانه در ساخت و سازهاي صـورت  مت. هاي آن سبب ايجاد يك بافت مسكوني سنتي گرديده است    رشد و توسعه جمعيت در دامنه     

هاي مـشرف بـر منـازل مـسكوني از پايـداري لازم               گرفته توجه زيادي به شرايط زمين ساختاري حاكم بر منطقه نشده و لذا دامنه             
هـاي موجـود در     وجود يك زون گسلش فعال به نام راندگي اهواز در منطقه و همچنين سيستم درز و شكستگي                . برخوردار نيستند 

هاي سنگين سـبب بـالا بـردن خطـر      كنار عواملي همچون هوازدگي، فشارآب منفذي و شيب توپوگرافي و همچنين بارش  محل در   
  .زمين لغزش در منطقه شده است

     
 
 

Slope stability analysis of Ahvaz anticline in inhabitable regions  
  

Abstract  
  

Ahvaz mountain & anticline is, because of it’s height, considered as an especial place for the installation 
of swpporhing radio waves station and water source. More over, the growth and development of 
population in the slopes of it have resulted in a traditional inhabitable context. Unfortunately, in 
construction less attention has been paid to the conditions of land formations dominant on inhabitable 
houses do not contain necessary stability. The existence of active fault zone, called Ahvaz thrust. In the 
region and also the existing system of crack and fractures in the site accompanied with factors such as 
weathering, pure water pressure topographic descent and also deep raining increases the risk of land slide. 

  
  

  مقدمه
هـا و   بندي، شكـستگي   مانند سطوح لايه   هااي از ناپيوستگي  اما وجود شبكه  . باشدسنگ متاثر از مقاومت سنگ بكر مي      پايداري توده 

-ها در توده  زماني كه آرايش فضايي، هندسه و توزيع ناپيوستگي       . دهندها، خواص مكانيكي و فيزيكي آن را تحت تاثير قرار مي          درزه

 پيوستگي بنابراين مقاومت برشي توده سنگ به شدت تحت تاثير رفتار نا        . يابد   مقاومت توده سنگ كاهش مي     ،سنگ نامطلوب باشد  
  .]2[پذيرد هاي سنگي از طريق آنها صورت مي لذا لغزش در توده،ها قرار دارد

در مرحله اول . شودشوند، اصولا در طي دو مرحله انجام ميها كنترل ميهايي كه به وسيله ناپيوستگيتحليل پايداري شيب
 و در مرحله دوم با استفاده از اطلاعات به دست آمده هاي نامطلوب شناسايي و خصوصيات ساختاري آنها برداشت شدهناپيوستگي

   ].1[شودوجود تحليل پايداري انجام ميو نرم افزارهاي م
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