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  چكيده

ازدياد جمعيت و رشد شهرنشيني در چندين سال اخير سبب گسترش مرزهاي شهري به طرف نواحي پرشيب و كوهـستاني شـده                   
توانـد باعـث خـسارات سـنگين     سي از جمله ريزش سنگي است كه مـي مناطق كوهستاني مستعد خطرات مختلف زمين شنا   . است

در اين مطالعه منطقه مرتفع شمال غربي شهر شاهرود كه كاملاً مشرف بر مناطق مسكوني و محلهاي تفريحـي     . جاني و مالي گردد   
ها از قبيل شيب و     وستگي مقطع خصوصيات مختلف ناپي    7براي اين منظور در     . باشد، مورد بررسيهاي صحرايي قرار گرفته است      مي

تحليل اسـتريوگرافي ايـن     . گيري شده است  جهت شيب ، زبري، باز شدگي، پرشدگي و فاصله داري و مقاومت فشاري ديواره اندازه              
اي و واژگوني و لغزش در منطقه است كـه شـواهد آن را بـه صـورت بلوكهـاي                    ها حاكي از وجود پتانسيل ناپايداري گوه      ناپيوستگي
  . توان مشاهده نمودي دامنه نيز ميبزرگ در پا

  

 

Assessment of rockfall potential in north of shahrood city  
Abstract  

High Increase in rate of population and urbanization in recent years results to extend of city to slope and 
mountain area. The mountain area have a potential of different geology hazards include the rock fall that 
can be results to the high damage to the properties and loss of lives. In this study the slope area in 
northwest of Shahrood city that dominant on the residential and social area are investigated. For this, in 7 
sections the characteristics of discontinuities such as dip and dip direction, roughness, opening, filling, 
spacing and compressive strength are measured. The stereographic analyses are shown that there are 
potential of different instability of wedge, toppling and rock slide in the all sections. The effects of this 
instability can be seen as small and large rock blocks in front of slopes.  
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