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  چكيده:

   در اين مقاله، نتايج بررسي آزمايشگاهي بر روي اثر پودر سنگآهك بر دوام بتنهاي قرار گرفته در محيطهاي سولفاتي با غلظت بالا ارائه 
 سطح جايگزيني سيمان توسط پودر سنگآهك، ساخته شد. در سنين مختلف آزمايشهاي تغيير مقاومت 5ميشود. به اين منظور، نمونه ها با 

 درصد قرار داشتند انجام شد. همچنين نمونههاي 10فشاري و وزن  بر روي نمونههاي بتني كه در محلولهاي سولفات سديم و منيزيم 
   درصد نگهداري شدند. بطور كلي مشاهده 10 و 5منشوري ملات به منظور بررسي انبساط نمونهها در محلولهاي سولفات سديم و منيزيم 

ميشود با افزايش ميزان پودر سنگآهك، از مقدار مقاومت فشاري كاسته ميشود و شدت تخريب نمونه ها در هر دو محلول سولفات با افزايش 
غلظت محلول، تشديد ميشود.  
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Durability of Concretes and Mortars containing Limestone 
Powder Exposed to High Sulfate Environments 

Abstract: 
Sulfate attack is one of the most important problems concerning the durability of concrete structures. In 
this paper, the sulfate resistance of concrete and mortar specimens made from ordinary Portland cement 
containing limestone powder was studied. Strength reductions and mass changes of concrete specimens 
immersed in 10% Na2SO4 and MgSO4 solutions and Expansion of mortar prisms immersed in 5% and 
10% Na2SO4 and MgSO4 solutions were monitored. It was observed that compressive strength decreases 
with the limestone replacement percent and also, deterioration is severer, the higher the concentration 
content sulfate.  
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