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Abstract 
In recent years silica fume has  intered to the construction  industry commercially and this Pozzolane  is 

one  of  the  cement  replacing  materials  to  provide  high  performance  concretes.  On  the  basis  of 

researchers  studies,  silica  fume  causes  to  improve  the  short and  long  term mechanical properties of 

concrete. A  series of experimental  studies carried out  to evaluate  the  influence of  silica  fume on  the 

mechanical properties of concrete. So 10% and 15% of cement was replaced with silica fume and then 3 

groups of concrete, totally 27 samples, were constructed. Concrete mix design was according to BS and 

c
w  was 0.54  constantly. 3 and 7 day  compression  strength and water absorption percent of  samples 

were studied. Dry and saturated unit weight also determined. On the basis of results, silica fume causes 

to increase the compression strength and compression strength of concrete containing 15% silica fume 

was highest. The unit weight of concretes  containing silica fume were higher than the control samples 

but their water absorption were lesser. In this article, based upon the results, charts are presented and 

optimum data are also determined. 
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  چكيده 
هاي اخير به صورت تجاري در صنعت راه و ساختمان وارد شده است و اين پوزولان يكي از مصالح جايگزين سيمان براي ميكروسيليس در سال

سيليس موجب ارتقاء خواص مكانيكي بتن در كوتاه مدت و ميكرو ،اساس مطالعات پژوهشگران بر. شودهاي توانمند محسوب ميتهيه بتن
در اين . انجام پذيرفت يبه منظور بررسي تاثير ميكروسيليس بر خصوصيات مكانيكي بتن، يك سري مطالعات آزمايشگاه. شوددرازمدت مي

طرح اختلاط . نمونه ساخته شدند 27گروه بتن و در مجموع  3ترتيب  درصد سيمان گرديد و بدين 15و  10تحقيق، ميكروسيليس جايگزين 
روزه و  7و  3هاي مقاومت فشاري نمونه. در نظر گرفته شد 54/0ها ثابت برابر انجام شد و نسبت آب به سيمان در طرح BSبتن بر اساس 

بر اساس نتايج به . ها نيز تعيين گرديدندع نمونههمچنين وزن مخصوص خشك و اشبا. ها مورد آزمايش قرار گرفتنددرصد جذب آب نمونه
درصد ميكروسيليس، بيشترين مقاومت فشاري  15گردد و بتن حاوي ميكروسيليس در بتن باعث افزايش مقاومت فشاري ميوجود  ،دست آمده

-مياي حاوي ميكروسيليس كمتر ههاي شاهد بيشتر اما درصد جذب آب نمونهوزن مخصوص بتن حاوي ميكروسيليس نسبت به نمونه. ردرا دا

  . تعيين گرديده استنيز در اين مقاله بر اساس نتايج به دست آمده، نمودارهاي مربوطه ترسيم و حالت بهينه . باشد

  بتن، ميكروسيليس، مقاومت فشاري، درصد جذب آب، وزن مخصوص :كلمات كليدي

  


