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  چكيده

 در ي الكتريكي  و مقاومت ويژه بلند مدت مقاومت فشاري، جذب آب حجمي سطوح مختلف عيار سيمان برزا استفاده  تأثير،پژوهشدر اين 
 بودند كه با هر يك از آنها، 5/0 و 45/0، 4/0 آب به سيمان   هاي  نسبت.مورد بررسي قرار گرفته استهاي داراي نسبت آب به سيمان ثابت  بتن

هاي با   و سنگدانه2ها سيمان پرتلند نوع   در ساخت مخلوط. ساخته شدkg/m3 450 و 400، 350، 300 سيمان هاي چهار مخلوط با عيار
 آب به سيمان ثابت، كاهش عيار  يك نسبت حاكي از آن است كه در ها  نتايج آزمايش.قرار گرفتستفاده امورد متر   ميلي19ي  ندازهحداكثر ا
 مشابه چنين نتايجي در افزايش .گردد  بتن ميدركاهش جذب آب  مقاومت فشاري و  افزايش باعثkg/m3 350 تا 450از   در مخلوطسيمان

 5/0 و 45/0هاي آب به سيمان   در نسبتحالت در اين كاهش جذب آببا اين وجود  .خورد  به چشم ميkg/m3 350  به300عيار سيمان از 
هاي  ي نسبت يابد كه اين افزايش در همه مي افزايش kg/m3 300 تا 450با كاهش عيار سيمان از  ي الكتريكي نيز مقاومت ويژه . استناچيز

  .ه استظآب به سيمان قابل ملاح
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Abstract 
In this paper, the effect of using different levels of cement content on compressive strength, water 
absorption and electrical resistivity is investigated on concrete mixtures having the same water/cement 
(W/C) ratio. Three W/C ratios (0.4, 0.45 and 0.5) were used and for each W/C four mixtures were 
prepared with cement contents 300, 350, 400 and 450 kg/m3. Type II Portland cement and aggregate with 
maximum particle size of 19 mm were used. Test results indicate that at constant W/C ratio, strength 
increases and water absorption decreases when cement content decreases from 450 to 350 kg/m3. Similar 
results are also observed when cement content increases from 300 to 350 kg/m3. However, decrease in 
water absorption for W/C ratios of 0.45 and 0.5 is little in this case. Furthermore, the reduction of cement 
content from 450 to 300 kg/m3 increases the electrical resistivity, and the effect is remarkable for all W/C 
ratios. 
 
Keywords: cement content, compressive strength, water absorption, electrical resistivity 


