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  چكيده
محسـوب مـي    متداولاز مشكلات بسيار و در بخشهاي مختلف صنعت از ميادين نفتي جهان بسياري رسوب آسفالتين در 

هـا در پيـدايش   تـأثير شكسـتگي   اين مقاله سـعي شـده   مهاجرت سيالات نفتي مخزن است. در مهمترين جنبه آن  شود.
و   FMI و   FMS مختلف الكتريكي، تصاوير با استفاده از نمودارهاي ميدان نفتي كوپال در مخزن آسماري را آسفالتين 
 ATV  .نتايج مطالعـه نشـان داد    است. قرار گرفتهميدان نفتي در فروافتادگي دزفول شمالي اين مورد بررسي قرار دهيم

رصـد  دتوليد ندارد. زماني در چاه هاي مختلف هيچ ارتباطي به فاصله بوده و پايين ي مخزن آسماردر درصد آسفالتين  كه
ثانويـه  و اوليه  در نفت هـا وجـود ندارنـد    مشاهده شده آسفالتن بطور كلي درصد متغير است.   75/2تا  6/0آسفالتين از  

بعنـوان   ،مقـدار تخريـب نفـت   شـده و  و محل آسفالتين مشاهده آنها انطباق با استفاده از مخزن شكستگي سيستم  .است
 درصـد به عمق نيز بـا افـزايش    شكستگيها در مخزن نسبتدرصد افزايش  .عامل اصلي تشكيل اسفالتن پيشنهاد مي شود

  همراه است.آسفالتين توليد شده 
  شكستگيسيستم نمودارهاي تصويرگر، مخزن آسماري، اسفالتن،  واژه هاي كليدي:

Evaluation of Fractures and Asphaltin Formation in Asmari Reservoir,Kupal Oil Field 
Abstract 

Asphaltene deposition is a common problem in the most of oil fields and all sections of 
the oil industry. The most important aspect of this problem is major difficulties in 
migration of petroleum reservoir fluids. In the present paper there is an attempt to study 
the relation between fractures and Asphaltene formation in the Asmari reservoir of Kupal 
oil field using of electric and image logs such as FMI, FMS, and ATV. This oil field 
located in northern Dezful embayment. The present study results indicate that Asphaltene 
% is low and varied from 0.6 to 2.75 in the Asmari reservoir and there is not any relation 
with production time. Generally the observed Asphaltene in the oil is not in situ and it 
must be secondary. The effects of fracture system in Aspaltene formation by help of their 
locations and oil degradation value can be considered as the main factor of Asphaltene 
formation. Increasing of fracturing % in the reservoir is also associated with increasing of 
Asphaltene formation to depth.   
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